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ITU-R BR-series of Recommendations

Recording for production, archival and play-out; film for television
	Rec.
ITU-R
	Recommendation title
	Action
by RA-15
	Comments

	BR.780-2
	Time and control code standards, for production applications in order to facilitate the international exchange of television programmes on magnetic tapes
	NOC
	

	BR.1352-3
	File format for the exchange of audio programme materials with metadata on information technology media
	NOC
	

	BR.1374-1
	Scanned area dimensions from 16 mm and 35 mm cinematographic film used in television
	NOC
	

	BR.1384-2
	Parameters for international exchange of multi-channel sound recordings with or without accompanying picture
	NOC
	

	BR.1441-0
	Compromise scanned area dimensions for television from 35 mm wide-screen films
	NOC
	

	BR.1574-0
	Archival of sound-program material in the form of files recorded on information technology media
	NOC
	



ITU-R BS-series of Recommendations

Broadcasting service (sound)
	Rec.
ITU-R
	Recommendation title
	Action by
RA-15
	Comments

	BS.48-2
	Choice of frequency for sound broadcasting in the Tropical Zone
	NOC
	

	BS.80-3
	Transmitting antennas in HF broadcasting
	NOC
	

	BS.139-3
	Transmitting antennas for sound broadcasting in the Tropical Zone
	NOC
	

	BS.215-2
	Maximum transmitter powers for broadcasting in the Tropical Zone
	NOC
	

	BS.216-2
	Protection ratio for sound broadcasting in the Tropical Zone
	NOC
	

	BS.411-4
	Fading allowances in HF broadcasting
	NOC
	

	BS.412-9
	Planning standards for terrestrial FM sound broadcasting at VHF
	NOC
	

	BS.415-2
	Minimum performance specifications for low-cost sound-broadcasting receivers 
	NOC
	

	BS.450-3
	Transmission standards for FM sound broadcasting at VHF
	NOC
	

	BS.467-0
	[bookmark: Related_Questions]Technical characteristics to be checked for frequency-modulation stereophonic broadcasting 
	NOC
	

	BS.468-4
	Measurement of audio-frequency noise voltage level in sound broadcasting
	NOC
	

	BS.498-2
	Ionospheric cross-modulation in the LF and MF broadcasting bands
	NOC
	

	BS.559-2
	Objective measurement of radio-frequency protection ratios in LF, MF and HF broadcasting
	NOC
	

	BS.560-4
	Radio-frequency protection ratios in LF, MF and HF broadcasting
	NOC
	

	BS.561-2
	Definitions of radiation in LF, MF and HF broadcasting bands
	NOC
	

	BS.597-1
	Channel spacing for sound broadcasting in band 7 (HF)
	NOC
	

	BS.598-1
	Factors influencing the limits of amplitude-modulation sound-broadcasting coverage in band 6 (MF)
	NOC
	

	BS.599-0
	Directivity of antennas for the reception of sound broadcasting in band 8 (VHF)
	NOC
	

	BS.638-0
	Terms and definitions used in frequency planning for sound broadcasting
	NOC
	

	BS.639-0
	Necessary bandwidth of emission in LF, MF and HF broadcasting
	NOC
	

	BS.641-0
	Determination of radio-frequency protection ratios for frequency-modulated sound broadcasting
	NOC
	

	BS.642-1
	Limiters for high-quality sound-programme signals
	NOC
	

	BS.643-3
	Radio data system (RDS) for automatic tuning and other applications in FM radio receivers for use with the pilot-tone system
	NOC
	

	BS.644-1
	Audio quality parameters for the performance of a high‑quality sound-programme transmission chain
	NOC
	

	BS.645-2
	Test signals and metering to be used on international sound programme connections
	NOC
	

	BS.646-1
	Source encoding for digital sound signals in broadcasting studios
	NOC
	

	BS.647-3
	A digital audio interface for broadcasting studios
	NOC
	

	BS.702-1
	Synchronization and multiple frequency use per programme in HF broadcasting
	NOC
	

	BS.703-0
	Characteristics of AM sound broadcasting reference receivers for planning purposes
	NOC
	

	BS.704-0
	Characteristics of FM sound broadcasting reference receivers for planning purposes
	NOC
	

	BS.705-1
	HF transmitting and receiving antennas characteristics and diagrams
	NOC
	

	BS.706-2
	Data system in monophonic AM sound broadcasting (AMDS)
	NOC
	

	BS.707-5
	Transmission of multisound in terrestrial television systems PAL B, D1, G, H and I, and SECAM D, K, K1 and L
	NOC
	

	BS.708-0
	Determination of the electro-acoustical properties of studio monitor headphones 
	NOC
	

	BS.774-4
	Service requirements for digital sound broadcasting to vehicular, portable and fixed receivers using terrestrial transmitters in the VHF/UHF bands
	NOC
	

	BS.775-3
	Multichannel stereophonic sound system with and without accompanying picture
	NOC
	

	BS.1114-9
	Systems for terrestrial digital sound broadcasting to vehicular, portable and fixed receivers in the frequency range 30-3 000 MHz 
	NOC
	

	BS.1116-3
	Methods for the subjective assessment of small impairments in audio systems 
	NOC
	

	BS.1194-2
	System for multiplexing frequency modulation (FM) sound broadcasts with a sub-carrier data channel having a relatively large transmission capacity for stationary and mobile reception
	NOC
	

	BS.1195-1
	Transmitting antenna characteristics at VHF and UHF
	NOC
	

	BS.1196-4
	Audio coding for digital broadcasting
	UNA
	CACE/747 proposes MOD

	BS.1283-1
	A guide to ITU-R Recommendations for subjective assessment of sound quality 
	NOC
	

	BS.1284-1
	General methods for the subjective assessment of sound quality 
NOTE – This Recommendation replaces Rec. ITU-R BS.562-3
	NOC
	

	BS.1285-0
	Pre-selection methods for the subjective assessment of small impairments in audio systems
	NOC
	

	BS.1286-0
	Methods for the subjective assessment of audio systems with accompanying picture
	NOC
	

	BS.1348-3
	Service requirements for digital sound broadcasting at frequencies below 30 MHz
	NOC
	

	BS.1349-0
	Implementation of digital sound broadcasting to vehicular, portable and fixed receivers using terrestrial transmitters in the LF, MF and HF bands
	NOC
	

	BS.1350-1
	Systems requirements for multiplexing (FM) sound broadcasting with a sub-carrier data channel having a relatively large transmission capacity for stationary and mobile reception
	NOC
	

	BS.1386-1
	LF and MF transmitting antennas characteristics and diagrams
	NOC
	

	BS.1387-1
	Method for objective measurements of perceived audio quality
	NOC
	

	BS.1423-0
	Guidelines for producing multichannel soundtracks using surround matrix techniques
	NOC
	

	BS.1514-2
	System for digital sound broadcasting in the broadcasting bands below 30 MHz
	NOC
	

	BS.1534-2
	Method for the subjective assessment of intermediate quality level of audio systems 
	UNA
	CACE/747 proposes MOD

	BS.1547-0
	Terrestrial component of systems for hybrid satellite-terrestrial digital sound broadcasting to vehicular, portable and fixed receivers in the frequency range 1 400‑2 700 MHz
	NOC
	

	BS.1548-4
	User requirements for audio coding systems for digital broadcasting
	NOC
	

	BS.1596-0
	Guide to ITU-R Recommendations for broadcast sound production
	NOC
	

	BS.1615-1
	“Planning parameters” for digital sound broadcasting at frequencies below 30 MHz
	NOC
	

	BS.1657-0
	Procedure for the performance test of automated audio identification systems
Approved in accordance with Resolution ITU-R 45
	NOC
	

	BS.1660-6
	Technical basis for planning of terrestrial digital sound broadcasting in the VHF band 
	UNA
	CACE/747 proposes MOD

	BS.1661-0
	‘Signal-on-the-air’ specifications of the digital system described in Annex 1 to Recommendation ITU-R BS.1514 for digital sound broadcasting in the broadcasting bands below 30 MHz 
	NOC
	

	BS.1679-0
	Subjective assessment of the quality of audio in large screen digital imagery applications intended for presentation in a theatrical environment 
	UNA
	CACE/747 proposes MOD

	BS.1688-0
	Baseband sound system and audio source-coding at delivery interfaces of large-screen digital imagery applications 
	NOC
	

	BS.1693-0
	Procedure for the performance test of automated query-by-humming systems 
	NOC
	

	BS.1698-0
	Evaluating fields from terrestrial broadcasting transmitting systems operating in any frequency band for assessing exposure to non-ionizing radiation 
	NOC
	

	BS.1726-0
	Signal level of digital audio accompanying television in international programme exchange 
	NOC
	

	BS.1734-0
	Basic performance requirements for the sound components of large-screen digital imagery applications for presentation in a theatrical environment 
	NOC
	

	BS.1738-0
	Identification and ordering of 4 and 8 track audio channels carried on international contribution circuits
	UNA
	CACE/747 proposes MOD

	BS.1770-3
	Algorithms to measure audio programme loudness and true-peak audio level 
	UNA
	CACE/747 proposes MOD

	BS.1771-1
	Requirements for loudness and true-peak indicating meters 
	NOC
	

	BS.1786-0
	Criterion to assess the impact of interference to the terrestrial broadcasting service (BS)
NOTE – Identical to Rec. ITU-R BT.1786
	NOC
	

	BS.1864-0
	Operational practices for loudness in the international exchange of digital television programmes
	NOC
	

	BS.1873-0
	Serial multichannel audio digital interface for broadcasting studios
	NOC
	

	BS.1892-0
	Requirements for enhanced multimedia services for digital terrestrial broadcasting in VHF Bands I and II
	NOC
	

	BS.1894-0
	Digital radio broadcast service, captioned radio
	NOC
	

	BS.1895-0
	Protection criteria for terrestrial broadcasting systems
	NOC
	

	BS.1909-0
	Performance requirements for an advanced multichannel stereophonic sound system for use with or without accompanying picture
	NOC
	

	BS.2019-0
	Audio system for the production and international exchange of 3DTV programmes for broadcasting
	NOC
	

	BS.2032-0
	Synchronization of digital audio sample clock to video references
	NOC
	

	BS.2051-0
	Advanced sound system for programme production
	NOC
	

	BS.2076-0
	Audio Definition Model
	NOC
	

	Doc. 6/450(Rev.1)
	Draft new Recommendation ITU-R BS.[BW64] – Long-form file format for the international exchange of audio programme materials with metadata
	UNA
	CACE/747 proposes ADD





ITU-R BT-series of Recommendations

Broadcasting service (television)
	Rec.
ITU-R
	Recommendation title
	Action by
RA-15
	Comments

	BT.417-5
	Minimum field strengths for which protection may be sought in planning an analogue terrestrial television service
	NOC
	

	BT.419-3
	Directivity and polarization discrimination of antennas in the reception of television broadcasting
	NOC
	

	BT.470-7
	Conventional television systems
	NOC
	

	BT.471-1
	Nomenclature and description of colour bar signals
	NOC
	

	BT.472-3
	Video-frequency characteristics of a television system to be used for the international exchange of programmes between countries that have adopted 625-line colour or monochrome systems
	NOC
	

	BT.500-13
	Methodology for the subjective assessment of the quality of television pictures
	NOC
	

	BT.601-7
	Studio encoding parameters of digital television for standard 4:3 and wide screen 16:9 aspect ratios 
	NOC
	

	BT.653-3
	Teletext systems
	NOC
	

	BT.655-7
	Radio-frequency protection ratios for AM vestigial sideband terrestrial television systems interfered with by unwanted analogue vision signals and their associated sound signals 
	NOC
	

	BT.656-5
	Interface for digital component video signals in 525-line and 625-line television systems operating at the 4:2:2 level of Recommendation ITU-R BT.601 
	NOC
	 

	BT.709-6
	Parameter values for the HDTV standards for production and international programme exchange
	NOC
	

	BT.710-4
	Subjective assessment methods for image quality in high-definition television
	NOC
	

	BT.711-1
	Synchronizing reference signals for the component digital studio
	NOC
	

	BT.798-1
	Digital terrestrial television broadcasting in the VHF/UHF bands
	NOC
	

	BT.799-4
	Interfaces for digital component video signals in 525-line and 625-line television systems operating at the 4:4:4 level of Recommendation ITU-R BT.601 
	NOC
	

	BT.805-0
	Assessment of impairment caused to television reception by a wind turbine
	NOC
	

	BT.807-0
	Reference model for data broadcasting
	NOC
	

	BT.808-0
	The broadcasting of time and date information in coded form
	NOC
	

	BT.812-0
	Subjective assessment of the quality of alphanumeric and graphic pictures in Teletext and similar services
	NOC
	

	BT.813-0
	Methods for objective picture quality assessment in relation to impairments from digital coding of television signals
	NOC
	

	BT.814-2
	Specifications and alignment procedures for setting of brightness and contrast of displays 
	NOC
	 

	BT.815-1
	Specification of a signal for measurement of the contrast ratio of displays
	NOC
	

	BT.1119-2
	Wide-screen signalling for broadcasting (Signalling for wide-screen and other enhanced television parameters)
	NOC
	

	BT.1120-8
	Digital interfaces for HDTV studio signals
	NOC
	

	BT.1122-2
	User requirements for codecs for emission and secondary distribution systems for SDTV and HDTV
	NOC
	

	BT.1124-3
	Reference signals for ghost cancelling in analogue television systems
	NOC
	

	BT.1125-0
	Basic objectives for the planning and implementation of digital terrestrial television broadcasting systems
	NOC
	

	BT.1127-0
	Relative quality requirements of television broadcast systems
	NOC
	

	BT.1129-2
	Subjective assessment of standard definition digital television (SDTV) systems
	NOC
	

	BT.1195-1
	Transmitting antenna characteristics at VHF and UHF
	NOC
	

	BT.1198-0
	Stereoscopic television based on R-and L-eye two channel signals
	NOC
	

	BT.1199-1
	Use of bit-rate reduction in the HDTV studio environment
	NOC
	

	BT.1203-2
	User requirements for generic video bit-rate reduction coding of digital TV signals for an end-to-end television system 
	NOC
	

	BT.1206-2
	Spectrum limit for digital terrestrial television broadcasting
	NOC
	

	BT.1207-1
	Data access methods for digital terrestrial television broadcasting
	NOC
	

	BT.1209-1
	Service multiplex methods for digital terrestrial television broadcasting
	NOC
	

	BT.1210-4
	Test materials to be used in assessment of picture quality
	NOC
	

	BT.1299-1
	The basic elements of a worldwide common family of systems for digital terrestrial television broadcasting
	NOC
	

	BT.1300-3
	Service multiplex, transport, and identification methods for digital terrestrial television broadcasting
	NOC
	

	BT.1301-1
	Data services in digital television broadcasting
	NOC
	

	BT.1304-0
	Checksum for error detection and status information in interfaces conforming with Recommendations ITU-R BT.656 and ITU‑R BT.799
	NOC
	

	BT.1305-1
	Digital audio and auxiliary data as ancillary data signals in interfaces conforming to Recommendations ITU-R BT.656 and ITU-R BT.799
	NOC
	

	BT.1306-7
	Error-correction, data framing, modulation and emission methods for digital terrestrial television broadcasting
	NOC
	 

	BT.1359-1
	Relative timing of sound and vision for broadcasting
	NOC
	

	BT.1363-1
	Jitter specifications and methods for jitter measurements of bit-serial signals conforming to Recommendations ITU-R BT.656, ITU-R BT.799 and ITU-R BT.1120
	NOC
	

	BT.1364-2
	Format of ancillary data signals carried in digital component studio interfaces
	UNA
	CACE/747 proposes MOD

	BT.1365-1
	24-bit digital audio format as ancillary data signals in HDTV serial interfaces
	UNA
	CACE/747 proposes MOD

	BT.1366-2
	Transmission of time code and control code in the ancillary data space of a digital television stream according to Recommendations ITU-R BT.656, ITU-R BT.799 and ITU-R BT.1120
	NOC
	 

	BT.1367-1
	Serial digital fibre transmission system for signals conforming to Recommendations ITU-R BT.656, ITU-R BT.799, ITU‑R BT.1120 and ITU-R BT.2077 (Part 3)
	UNA
	CACE/747 proposes MOD

	BT.1368-12
	Planning criteria, including protection ratios, for digital terrestrial television services in the VHF/UHF bands
	NOC
	 

	BT.1369-0
	Basic principles for a worldwide common family of systems for the provision of interactive television services
	NOC
	

	BT.1377-0
	Labelling of video and audio apparatus throughput (processing) delay
	NOC
	

	BT.1379-2
	Safe areas of wide-screen 16:9 and standard 4:3 aspect ratio productions to achieve a common format during a transition period to wide-screen 16:9 broadcasting
	NOC
	 

	BT.1380-1
	Standards for bit rate reduction coding systems for SDTV
	NOC
	

	BT.1381-3
	Serial digital interface-based transport interface for compressed television signals and packetized data in networked television production based on Recommendation ITU-R BT.656
	NOC
	 

	BT.1434-0
	Network independent protocols for interactive systems
	NOC
	

	BT.1435-0
	Digital sound and television broadcasting interaction channel through the PSTN/ISDN
	NOC
	

	BT.1439-1
	Measurement methods applicable in the analogue television studio and the overall analogue television system
	NOC
	

	BT.1507-0
	Interaction channel using digital enhanced cordless telecommunications (DECT) system
	NOC
	

	BT.1508-0
	Interaction channel using global system for mobile communications (GSM)
	NOC
	

	BT.1543-1
	1 280 × 720, 16 × 9 progressively-captured image format for production and international programme exchange in the 60 Hz environment
	NOC
	

	BT.1549-0
	Data link protocol for interaction channel
	NOC
	

	BT.1562-0
	Consistency in the alignment of displays in production rooms and control rooms
	NOC
	

	BT.1563-1
	Data encoding protocol using key-length-value
	NOC
	

	BT.1564-0
	Interaction channel using local multipoint distribution systems
	NOC
	

	BT.1577-0
	Serial digital interface-based transport interface for compressed television signals in networked television production based on Recommendation ITU-R BT.1120
	NOC
	

	BT.1614-1
	Payload identification data structure for digital television interfaces
	NOC
	

	BT.1618-1
	Data structure for DV-based audio, data and compressed video at data rates of 25 and 50 Mbit/s
	NOC
	

	BT.1619-0
	Vertical ancillary data mapping for serial digital interface
	NOC
	

	BT.1620-1
	Data structure for DV-based audio, data and compressed video at a data rate of 100 Mbit/s
	NOC
	

	BT.1662-0
	General reference chain and management of post-processing headroom for programme essence in large screen digital imagery applications 
	NOC
	

	BT.1663-0
	Expert viewing methods to assess the quality of systems for the digital display of large screen digital imagery in theatres 
	NOC
	

	BT.1664-0
	Representation of various image aspect ratios into the image of large screen digital imagery applications that use a 16:9 raster 
	NOC
	

	BT.1665-0
	Considerations for colour encoding and spatial resolution for large screen digital imagery display 
	NOC
	

	BT.1666-0
	User requirements for large screen digital imagery applications intended for presentation in a theatrical environment 
	NOC
	

	BT.1667-0
	Terrestrial return channel for interactive broadcasting services operating in the VHF/UHF broadcast band based on Recommendation ITU-R BT.1306-1
	NOC
	

	BT.1674-1
	Metadata requirements for production and post-production in broadcasting 
	NOC
	

	BT.1675-0
	System design and operational practices for minimizing disturbance from loop delay in broadcast systems 
	NOC
	

	BT.1676-0
	Methodological framework for specifying accuracy and cross-calibration of video quality metrics 
	NOC
	

	BT.1680-1
	Baseband imaging format for distribution of large screen digital imagery applications intended for presentation in a theatrical environment 
	NOC
	

	BT.1683-0
	Objective perceptual video quality measurement techniques for standard definition digital broadcast television in the presence of a full reference 
	NOC
	

	BT.1685-0
	Structure of inter-station control data conveyed by ancillary data packets 
	NOC
	

	BT.1686-0
	Methods of measurement of image presentation parameters for large screen digital imagery programme presentation in a theatrical environment 
	NOC
	

	BT.1687-1
	Video bit-rate reduction for real-time distribution of large-screen digital imagery applications for presentation in a theatrical environment 
	NOC
	

	BT.1689-0
	Guidelines on the presentation in large-screen digital imagery environments of programmes that are provided in image formats conforming to Recommendation ITU-R BT.601 
	NOC
	

	BT.1690-0
	Assumed characteristics of venues intended for large-screen digital imagery programme presentation in a theatrical environment 
	NOC
	

	BT.1691-1
	Adaptive image quality control in digital television systems 
	NOC
	

	BT.1692-1
	Optimization of the quality of colour reproduction in digital television 
	NOC
	

	BT.1699-2
	Harmonization of declarative application formats for interactive TV
	NOC
	

	BT.1700-0
	Characteristics of composite video signals for conventional analogue television systems 
	NOC
	

	BT.1701-1
	Characteristics of radiated signals of conventional analogue television systems 
	NOC
	

	BT.1702-0
	Guidance for the reduction of photosensitive epileptic seizures caused by television
	NOC
	

	BT.1720-0
	Quality of service ranking and measurement methods for digital video broadcasting services delivered over broadband Internet protocol networks 
	NOC
	

	BT.1721-0
	Objective measurement of perceptual image quality of large screen digital imagery applications for theatrical presentation 
	NOC
	

	BT.1722-2
	Harmonization of instruction set for the execution engine for interactive TV applications 
	NOC
	 

	BT.1727-0
	Terrestrial and satellite delivery of programme material to large screen digital imagery venues 
	NOC
	

	BT.1728-1
	Guidance on the use of flat panel displays in television production and postproduction 
	NOC
	

	BT.1729-0
	Common 16 × 9/4 × 3 aspect ratio digital television reference test pattern 
	NOC
	

	BT.1735-3
	Methods for objective reception quality assessment of digital terrestrial television broadcasting signals of System B in Recommendation ITU-R BT.1306 
	NOC
	

	BT.1736-0
	Broadcasting of redistribution signalling for television 
	NOC
	

	BT.1737-0
	Use of the ITU-T Recommendation H.264 (MPEG-4/AVC) video source-coding method to transport high definition TV programme material 
	NOC
	

	BT.1769-0
	Parameter values for an expanded hierarchy of LSDI image formats for production and international programme exchange 
	NOC
	

	BT.1774-1
	Use of satellite and terrestrial broadcast infrastructures for public warning, disaster mitigation and relief
NOTE – Identical to Rec. ITU-R BO.1774-1
	UNA
	CACE/747 proposes MOD

	BT.1775-0
	File format with editing capability, for the exchange of metadata, audio, video, data essence and ancillary data for use in broadcasting 
	NOC
	

	BT.1786-0
	Criterion to assess the impact of interference to the terrestrial broadcasting service (BS)
NOTE – Identical to Rec. ITU-R BS.1786
	NOC
	

	BT.1788-0
	Methodology for the subjective assessment of video quality in multimedia applications 
	NOC
	

	BT.1789-0
	A method to reconstruct received video using transmission error information for packet video transmission 
	NOC
	

	BT.1790-0
	Requirements for monitoring of broadcasting chains during operation 
	NOC
	

	BT.1832-0
	Digital video broadcast-return channel terrestrial (DVB-RCT) deployment scenarios and planning considerations
	NOC
	 

	BT.1833-3
	Broadcasting of multimedia and data applications for mobile reception by handheld receivers
	NOC
	 

	BT.1845-1
	Guidelines on metrics to be used when tailoring television programmes to broadcasting applications at various image quality levels, display sizes and aspect ratios  
	NOC
	

	BT.1846-0
	Notations for video systems 
	NOC
	

	BT.1847-1
	1 280 × 720, 16:9 progressively-captured image format for production and international programme exchange in the 50 Hz environment
	NOC
	

	BT.1848-0
	Safe areas of wide-screen 16:9 aspect ratio digital productions
	UNA
	CACE/747 proposes MOD

	BT.1852-0
	Conditional-access systems for digital broadcasting
	NOC
	

	BT.1865-0
	Metadata to monitor errors of SDTV and HDTV signals in the broadcasting chain
	NOC
	

	BT.1866-0
	Objective perceptual video quality measurement techniques for broadcasting applications using low definition television in the presence of a full reference signal
	NOC
	

	BT.1867-0
	Objective perceptual visual quality measurement techniques for broadcasting applications using low definition television in the presence of a reduced bandwidth reference
	NOC
	

	BT.1868-0
	User requirements for codecs for transmission of television signals through contribution, primary distribution and SNG networks
	NOC
	

	BT.1869-0
	Multiplexing scheme for variable-length packets in digital multimedia broadcasting systems
	NOC
	

	BT.1870-1
	Video coding for digital television broadcasting emissions
	NOC
	

	BT.1871-1
	User requirements for wireless microphones
	NOC
	

	BT.1872-0
	User requirements for digital electronic news gathering
	NOC
	

	BT.1877-1
	Error-correction, data framing, modulation and emission methods for second generation of digital terrestrial television broadcasting systems
	NOC
	

	BT.1885-0
	Objective perceptual video quality measurement techniques for standard definition digital broadcast television in the presence of a reduced bandwidth reference
	NOC
	

	BT.1886-0
	Reference Electro-Optical Transfer Function (EOTF) for flat panel displays used in HDTV studio production
	NOC
	

	BT.1887-0
	Carriage of IP packets in MPEG‑2 transport streams in multimedia broadcasting
	NOC
	

	BT.1888-1
	Basic elements of file-based broadcasting systems
	NOC
	

	BT.1889-0
	Common application environment for interactive digital broadcasting services
	NOC
	

	BT.1893-0
	Assessment methods of impairment caused to digital television reception by wind turbines
	UNA
	CACE/747 proposes MOD

	BT.1895-0
	Protection criteria for terrestrial broadcasting systems
NOTE – Identical to Rec. ITU-R BS.1895
	NOC
	

	BT.1907-0
	Objective perceptual video quality measurement techniques for broadcasting applications using HDTV in the presence of a full reference signal
	NOC
	

	BT.1908-0
	Objective video quality measurement techniques for broadcasting applications using HDTV in the presence of a reduced reference signal
	NOC
	

	BT.2000-0
	Use of LSDI Recommendations in video information systems (VIS) applications
	NOC
	

	BT.2016-1
	Error-correction, data framing, modulation and emission methods for terrestrial multimedia broadcasting for mobile reception using handheld receivers in VHF/UHF bands
	NOC
	

	BT.2020-1
	Parameter values for ultra-high definition television systems for production and international programme exchange
	UNA
	CACE/747 proposes MOD

	BT.2021-1
	Subjective methods for the assessment of stereoscopic 3DTV systems
	NOC
	

	BT.2022-0
	General viewing conditions for subjective assessment of quality of SDTV and HDTV television pictures on flat panel displays
	NOC
	

	BT.2023-0
	Performance requirements for the production, international exchange and broadcasting of 3DTV Programmes
	NOC
	

	BT.2024-0
	HDTV digital image systems for the production and international exchange of 3DTV programmes for broadcasting
	NOC
	

	BT.2025-0
	1 280 × 720 digital image systems for the production and international exchange of 3DTV programmes for broadcasting
	NOC
	

	BT.2026-0
	Guidelines on the implementation of systems for in-service measurement and monitoring of “perceptual transparency” for the distribution chain of SDTV and HDTV programmes
	NOC
	

	BT.2027-0
	Serial digital interface for production and international exchange of HDTV 3DTV programmes
	NOC
	

	BT.2033-1
	Planning criteria, including protection ratios, for second generation of digital terrestrial television broadcasting systems in the VHF/UHF bands
	NOC
	

	BT.2035-0
	A reference viewing environment for evaluation of HDTV program material or completed programmes
	NOC
	

	BT.2036-0
	Characteristics of a reference receiving systems for frequency planning of digital terrestrial television systems
	NOC
	

	BT.2037-0
	General requirements for broadcast-oriented applications of integrated broadcast-broadband systems and their envisaged utilization
	NOC
	

	BT.2038-0
	Transport of HDTV 3DTV programmes for international programme exchange in broadcasting
	NOC
	

	BT.2050-0
	Use of UHDTV image systems for capturing, editing, finishing and archiving high-quality HDTV programmes
	NOC
	

	BT.2052-0
	Planning criteria for terrestrial multimedia broadcasting for mobile reception using handheld receivers in VHF/UHF bands
	UNA
	CACE/747 proposes MOD

	BT.2053-0
	Technical requirements for integrated broadcast-broadband systems
	NOC
	

	BT.2054-0
	Multiplexing and transport schemes in multimedia broadcasting systems for mobile reception
	NOC
	

	BT.2055-0
	Content elements in multimedia broadcasting systems for mobile reception
	NOC
	

	BT.2056-0
	[bookmark: _GoBack]High-level guidelines for the international exchange of HDTV programmes over IP connections for contribution purposes
	NOC
	

	BT.2072-0
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