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[bookmark: _Toc433388332]


1	Introduction
This Document contains a summary of the technical and operational characteristics of digital terrestrial television broadcasting (DTTB) broadcast systems required for relevant sharing studies.
[bookmark: _Toc354562481][bookmark: _Toc410773631][bookmark: _Toc410774071][bookmark: _Toc411261322][bookmark: _Toc405285022][bookmark: _Toc423709207]In many places in this report material was extracted from the final acts of the RRC 2006 in Geneva . For these cases the following Symbol is added to illustrate the reference: (GE06)
Quotes from existing text in ITU-R are highlighted though the use of Italics.
[bookmark: _Toc425413369][bookmark: _Toc433388333]2	Broadcasting coverage area and service area planning
Recommendation ITU-R V.573 No. A51b defines “coverage area” as the “area associated with a transmitting station for a given service and a specified frequency within which, under specified technical conditions, radiocommunications may be established with one or several receiving stations”.
Note 4 of No. A51b explains that “the term ’service area‘ should have the same technical basis as for ’coverage area‘, but also include administrative aspects”. 
Reference to the administrative aspects in the definition of service area is understood to mean that in that service area protection is required.
For the case of broadcast services which are usually planned with multiple overlapping transmissions from different transmitter sites, it is usual to protect only the best coverage. Furthermore, spill-over coverage into international neighbours or adjacent regions of a country do not usually form part of the intended service area and may not require protection.
[bookmark: _Toc354562482][bookmark: _Toc410773632][bookmark: _Toc410774072][bookmark: _Toc411261323][bookmark: _Toc405285023][bookmark: _Toc423709208][bookmark: _Toc425413370][bookmark: _Toc433388334]3	Definition of reception location probability
Reception location probability is defined in Report ITU-R BT.2265-2 Section 2 as “the percentage of locations within a small area, referred in this document as ’pixel’[footnoteRef:1], where the wanted signal is high enough to overcome noise and interference for a given percentage of time taking into account the temporal and spatial statistical variations of the relevant fields.” [1:  	Pixel is a small area of typically about 100 m x 100 m where the percentage of covered receiving locations is indicated.] 

In digital terrestrial broadcasting the coverage area is defined in Report ITU-R BT.2265-2 Annex 2 as "the area that comprises all pixels, where a given reference reception location probability (e.g. 95%) is reached or exceeded for a predetermined percentage of the time."
[bookmark: _Toc354562483][bookmark: _Toc410773633][bookmark: _Toc410774073][bookmark: _Toc411261324][bookmark: _Toc405285024][bookmark: _Toc423709209][bookmark: _Toc425413371][bookmark: _Toc433388335]4	Broadcasting protection criteria
Broadcasting protection criteria are based on local interference considerations such as reception location probability, degradation to reception location probability in the presence of additional interference, I/N limitation and degradation to C/N. 
Details about the protection requirements for the broadcasting service can be found in particular in Recommendation ITU-R BT.1895 (“Protection criteria for terrestrial broadcasting systems”) and Report ITU-R BT.2265 (“Guidelines for the assessment of interference into the broadcasting service”).  Further references are listed in the Annex.
[bookmark: _Toc354562484][bookmark: _Toc410773634][bookmark: _Toc410774074][bookmark: _Toc411261325][bookmark: _Toc405285025][bookmark: _Toc423709210][bookmark: _Toc425413372][bookmark: _Toc433388336]5	Quality of service requirements
Planning of terrestrial television broadcasting services is required by many administrations to cover a high percentage of the population/households (e.g. 98%) or geographic regions (e.g. the entire country), in accordance with statutory requirements or commercial agreements, with all reception in the area defined by this coverage requirement essentially stipulated for continuous use to a specified time availability, within the hours of transmission. This coverage requirement (as distinct from the coverage area of the broadcast transmission) applies within the service area that is licenced and to be protected. 
Within the broadcast service area, interference effects can be assessed in many ways but the overriding issue is how they may translate in terms of reducing the capacity to meet the coverage requirement of the broadcasting service. A reduction in capacity to meet the coverage requirement effectively translates to a loss of access to broadcast receiving stations at the specified time availability. Broadcast service planning methods are based on meeting a prescribed coverage requirement. 
[bookmark: _Toc405285027]Specifically, the broadcast service delivery to the target population within the broadcast service area has been based on the expectation of a signal quality with minimum interruption[footnoteRef:2]. [2:  	Refer Recommendations ITU-R BT.500 and ITU-R BT.1735.] 

[bookmark: _Toc354562486][bookmark: _Toc411261326][bookmark: _Toc410773635][bookmark: _Toc410774075][bookmark: _Toc423709211][bookmark: _Toc425413373][bookmark: _Toc433388337]6	Assessment of interference impact on the broadcast coverage
[bookmark: _Toc354562487][bookmark: _Toc411261327][bookmark: _Toc410773636][bookmark: _Toc410774076][bookmark: _Toc405285028][bookmark: _Toc423709212][bookmark: _Toc425413374][bookmark: _Toc433388338]6.1	Introduction
In order to assess the impact of interference into broadcast networks, it is necessary to apply the broadcast planning criteria with the new level of interference and compare the relative change in quality of service requirement before and after the introduction of the new source of interference. The issues that arise from the combination of this process and sharing studies are highlighted in § 6.2. 
[bookmark: _Toc354395912][bookmark: _Toc354562489][bookmark: _Toc410773638][bookmark: _Toc410774078][bookmark: _Toc411261329][bookmark: _Toc405285030][bookmark: _Toc423709213][bookmark: _Toc425413375][bookmark: _Toc433388339]6.2	Standard Broadcast Planning Practise
Planning of the digital terrestrial television broadcasting service is based on specified parameters and requirements. These form the basis for the protection of the existing digital terrestrial broadcast networks. 
For planning terrestrial television broadcasting services it is important to take into consideration the different elements of interference and the implications of temporal variations to separately identify when interference into the broadcast service arises from protection ratio failure and blocking due to overloading. 
Spectrum planners are aware that a relaxation in the value or exclusion of certain interference assessment factors would reduce the ability to meet the television broadcast coverage quality requirement. A relaxation of more than one of these parameters could result in a significant cumulative reduction in the extent to which a service area can be covered. 
In the simple conceptual example below of planning the broadcasting service, it is assumed that the area covered by the broadcast transmission is circular and that up to four of the above interference assessment factors have been relaxed. Each reduction in the level of protection afforded by one of the broadcast interference assessment factors is represented by a ring identifying the potential percentage of the existing population or country that can no longer be reached under the television broadcast coverage requirement, as a result of interference arising from the relaxation in the interference assessment factor(s). 
A simplification of the spectrum planning process[footnoteRef:3] is provided for illustrative purposes in the diagram below. A service area with an existing broadcast provision that has been planned in accordance with the broadcast planning criteria and meets or exceeds the prescribed coverage requirement is represented in Fig. 1A by the dotted circle. That part of the service area in Fig. 1A, where the planned broadcast coverage has been reduced or lost due to the level of the interfering signal arising from the relaxation in one of the interference assessment factor(s) is shown in Fig. 1B.  [3:  	Refer Report ITU-R BT.2248.] 

In Fig. 1C the relaxation of multiple (in this case 4) interference assessment factors is aggregated to show the consequential impact on the planned broadcast service area , with the dotted area the only part of the planned broadcast service area in Fig. 1A, that remains covered by the planned broadcast transmission parameters. Not only is the effective broadcast service area significantly reduced but the target population within the planned service area is no longer served.
	FIGURE 1A
	FIGURE 1B
	FIGURE 1C

	Original area covered
	Reduction in area covered (relaxation of one factor)
	Resulting area covered 
(relaxation of four factors)

	
	
	


In practise a television broadcast service area is unlikely to be circular and the population lost to broadcast coverage will not be located in convenient rings around the edge of that service area. Both areas will be influenced by topographical factors, population distribution and the respective locations of the wanted and interfering transmitters. 
Transmissions in adjacent bands /channels may also cause interference. Recommendations ITU-R BT.1368 and ITU-R BT.2033 as well as Report ITU-R BT.2215 and ITU-R BT.2248 contain additional information on this case.
[bookmark: _Toc354562490][bookmark: _Toc411261330][bookmark: _Toc410773639][bookmark: _Toc410774079][bookmark: _Toc405285031][bookmark: _Toc423709214][bookmark: _Toc425413376][bookmark: _Toc433388340]7	DVB-T and DVB-T2 reference broadcasting networks
Reference broadcast transmitter configurations are provided that are representative of actual deployments in the case of assignments or are the reference configurations used in the GE06 Agreement for allotment planning.
[bookmark: _Toc354562491][bookmark: _Toc411261331][bookmark: _Toc410773640][bookmark: _Toc410774080][bookmark: _Toc405285032][bookmark: _Toc423709215][bookmark: _Toc425413377][bookmark: _Toc433388341]7.1	Single transmitter case (assignments):
–	High power
•	ERP: 200 kW
•	Effective antenna height: 300 m
•	Antenna height a.g.l.: 200 m
•	Antenna pattern:
–	Horizontal: Omnidirectional
–	Vertical antenna aperture: based on 24 aperture with 1° beam tilt
–	Medium power
•	ERP: 5 kW
•	Effective antenna height: 150 m
•	Antenna height a.g.l.: 75 m
•	Antenna pattern:
–	Horizontal: Omnidirectional
–	Vertical: based on 16 aperture with 1.6° beam tilt
–	Low power 
•	ERP: 250 W
•	Effective antenna height: 75 m
•	Antenna height a.g.l.: 30 m
•	Antenna pattern:
–	Horizontal: Omnidirectional
–	Vertical: based on 8 aperture with 3° beam tilt
[bookmark: _Toc354562492][bookmark: _Toc423709216][bookmark: _Toc425413378]7.1.1	Vertical radiation patterns 
The normalised field strength in the vicinity of the broadcast transmitting station is a function of the vertical radiation pattern of the transmitting antenna. The equation below is an approximation to be used for sharing studies.
		[image: ]
where

		
and
	A = 	the antenna vertical aperture in wavelengths
	 = 	the beam tilt radians below the horizontal.
To allow for null fill the value of E() should not go below the value shown in Table 1.
TABLE 1
Null fill values to be applied to vertical radiation patterns
	
	Limit on E( )

	First null
	0.15

	Second null
	0.1



For the third null and at all angles of  beyond the third null the value of E() should not fall below 0.05.
E() given above are linear values, to convert them to reduction values in dB the following equation is used:

[bookmark: _Toc354562493][bookmark: _Toc411261332][bookmark: _Toc410773641][bookmark: _Toc410774081][bookmark: _Toc405285033][bookmark: _Toc423709217][bookmark: _Toc425413379][bookmark: _Toc433388342]7.2	Single frequency networks (Allotments) (GE06)
Three reference networks (RN) for DTT services in Region 1 will be used as described in Appendix 3.6 of Chapter 3 of the GE06 Agreement. This information is reproduced in part below.
For sharing studies within the service area of an SFN the same vertical diagrams as provided in § 7.1 above should be applied for each transmitter.
[bookmark: _Toc354562494][bookmark: _Toc423709218][bookmark: _Toc425413380]7.2.1	Reference network 1 (large service-area SFN)
The network consists of seven transmitters situated at the centre and at the vertices of a hexagonal lattice. An open network type has been chosen, i.e. the transmitters have non-directional antenna patterns and the service area is assumed to exceed the transmitter hexagon by about 15%. The geometry of the network is given in Fig. A1.1. This reference network (RN 1) is applied to different cases: fixed (RPC 1), outdoor/mobile (RPC 2) and indoor (RPC 3) reception, for Bands IV and V. RN 1 is intended for large service area SFN coverage. It is assumed that main transmitter sites with an appropriate effective antenna height are used as a backbone for this type of network. For portable and mobile reception, the size of the real service areas for this type of SFN coverage is restricted to 150 to 200 km in diameter because of self-interference degradation, unless very rugged DVB-T system variants are used or the concept of dense networks is employed.
FIGURE 2
[image: ]

For the guard interval length, the maximum value 1/4 Tu of the 8k FFT mode is assumed. The distance between transmitters in an SFN should not significantly exceed the distance equivalent to the guard interval duration. In this case, the guard interval duration is 224 μs, which corresponds to a distance of 67 km. The distance between transmitters for RPC 1 is taken as 70 km. For RPC 2 and RPC 3, 70 km is too large a distance from a power budget point of view. Therefore, smaller values for the distance between transmitters have been selected, 50 km for RPC 2 and 40 km for RPC 3.
The parameters and the power budgets of RN 1 given in Table 2 shall be used.


TABLE 2
Parameters of RN 1 (large service area SFN)
	RPC and reception type
	RPC 1 Fixed antenna
	RPC 2 Portable outdoor and mobile
	RPC 3 Portable indoor

	Type of network
	Open
	Open
	Open

	Geometry of service area
	Hexagon
	Hexagon
	Hexagon

	Number of transmitters
	7
	7
	7

	Geometry of transmitter lattice
	Hexagon
	Hexagon
	Hexagon

	Distance between transmitters d (km)
	70
	50
	40

	Service area diameter D (km)
	161
	115
	92

	Tx effective antenna height (m)
	150
	150
	150

	Tx antenna pattern
	Non-directional
	Non-directional
	Non-directional

	e.r.p.* dB(W)
	Band IV/V
	42.8
	49.7
	52.4

	* 	The e.r.p. values indicated in this table incorporate an additional power margin of 3 dB.



The e.r.p. is given for 650 MHz in Bands IV/V; for other frequencies (f in MHz) the frequency correction factor added is: 20 log10(f/650) for RPC 1 and 30 log10(f/650) for RPC 2 and RPC 3.
[bookmark: _Toc354562495][bookmark: _Toc405285034][bookmark: _Toc410773642][bookmark: _Toc410774082][bookmark: _Toc423709219][bookmark: _Toc425413381]7.2.2	Reference network 2 (small service area SFN, dense SFN)
The network consists of three transmitters situated at the vertices of an equilateral triangle. An open network type has been chosen, i.e. the transmitters have non-directional antenna patterns. The service area is assumed to be hexagonal, as indicated in Fig. A1.2.
This reference network (RN 2) is applied to different cases: fixed (RPC 1), outdoor/mobile (RPC 2) and indoor (RPC 3) reception, for both Bands IV & V.
RN 2 is intended for small service area SFN coverage. Transmitter sites with appropriate effective antenna heights are assumed to be available for this type of network and self-interference restrictions are expected to be small. Typical service area diameters may be from 30 to 50 km.
It is also possible to cover large service areas with this kind of dense SFN. However, a very large number of transmitters is then necessary. It therefore seems reasonable to have large service areas being represented by RN 1, even if a dense network structure is envisaged.
Figure 3
[image: ]
In RN 2 the inter-transmitter distance is 40 km for RPC 1 and 25 km in the case of RPCs 2 and 3.
The parameters and the power budgets of the RN 2 given in Table 3 shall be used.
TABLE 3
Parameters of RN 2 (small service area SFN)
	RPC and reception type
	RPC 1 Fixed antenna
	RPC 2 Portable outdoor and mobile
	RPC 3 Portable indoor

	Type of network
	Open
	Open
	Open

	Geometry of service area
	Hexagon
	Hexagon
	Hexagon

	Number of transmitters
	3
	3
	3

	Geometry of transmitter lattice
	Triangle
	Triangle
	Triangle

	Distance between transmitters d(km)
	40
	25
	25

	Service area diameter D(km)
	53
	33
	33

	Tx effective antenna height (m)
	150
	150
	150

	Tx antenna pattern
	Non-directional
	Non-directional
	Non-directional

	e.r.p.* (dBW)
	Band IV/V
	31.8
	39.0
	46.3

	*	The e.r.p. values indicated in this table incorporate an additional power margin of 3 dB.


The e.r.p. is given for 650 MHz in Bands IV/V; for other frequencies (f in MHz) the frequency correction factor added is: 20 log10(f/650) for RPC 1 and 30 log10(f/650) for RPC 2 and RPC 3.
[bookmark: _Toc354562496][bookmark: _Toc423709220][bookmark: _Toc425413382]7.2.3	Reference network 3 (small service area SFN for urban environment)
The geometry of the transmitter lattice of reference network 3 (RN 3) and the service area are identical to those of RN 2. (See Fig. A1.2 above)
RN 3 is applied to different cases: fixed (RPC 1), outdoor/mobile (RPC 2) and indoor (RPC 3) reception, for both Bands IV and V.
RN 3 is intended for small service area SFN coverage in an urban environment. It is identical to RN 2, apart from the fact that urban-type height loss figures are used. This increases the required power of the SFN transmitters by about 5 dB for RPC 2 and RPC 3.
The parameters and the power budgets of the RN 3 given in Table 4 shall be used.
TABLE 4
Parameters of RN 3 (small service area SFN for urban environment)
	RPC and reception type
	RPC 1 Fixed antenna
	RPC 2 Portable outdoor and mobile
	RPC 3 Portable indoor

	Type of network
	Open
	Open
	Open

	Geometry of service area
	Hexagon
	Hexagon
	Hexagon

	Number of transmitters
	3
	3
	3

	Geometry of transmitter lattice
	Triangle
	Triangle
	Triangle

	Distance between transmitters d (km)
	40
	25
	25

	Service area diameter D (km)
	53
	33
	33

	Tx effective antenna height (m)
	150
	150
	150

	Tx antenna pattern
	Non-directional
	Non-directional
	Non-directional

	e.r.p.* (dBW)
	Band IV/V
	31.8
	44.9
	52.2

	* The e.r.p. values indicated in this table incorporate an additional power margin of 3 dB.



The e.r.p. is given for 650 MHz in Bands IV/V; for other frequencies (f in MHz) the frequency correction factor added is: 20 log10(f/650) for RPC 1 and 30 log10(f/650) for RPC 2 and RPC 3.
[bookmark: _Toc354562497][bookmark: _Toc411261333][bookmark: _Toc410773643][bookmark: _Toc410774083][bookmark: _Toc423709221][bookmark: _Toc405285035][bookmark: _Toc425413383][bookmark: _Toc433388343]8	ATSC Reference broadcasting networks 
[bookmark: _Toc354562498][bookmark: _Toc411261334][bookmark: _Toc410773644][bookmark: _Toc410774084][bookmark: _Toc405285036]Reference broadcast transmitter configurations are provided that are representative of actual deployments in the case of assignments or are the reference configurations used for allotment planning.[footnoteRef:4] [4:  	Values are derived from the Consolidated Data Base System (CDBS) found at:
http://transition.fcc.gov/ftp/Bureaus/MB/Databases/cdbs/index.html] 

[bookmark: _Toc423709222][bookmark: _Toc425413384][bookmark: _Toc433388344]8.1	DTTB System A (ATSC) single transmitter
–	High power
•	ERP: 1 000 kW
•	Antenna Height Above Average Terrain (HAAT): 365 m
•	Antenna pattern: Omnidirectional
–	Medium power
•	ERP: 400 kW
•	Antenna Height Above Average Terrain (HAAT): 550 m
•	Antenna pattern: Omnidirectional
–	Low power 
•	ERP: 50 kW
•	Antenna Height Above Average Terrain (HAAT): 1 800 m
•	Antenna pattern: Omnidirectional
[bookmark: _Toc354562499][bookmark: _Toc423709223][bookmark: _Toc425413385]8.1.1	Vertical radiation pattern
The field strength in the vicinity of the broadcast UHF transmitting station is a function of the vertical radiation pattern of the transmitting antenna. The table below is to be used for sharing studies.[footnoteRef:5] [5: 	See: http://transition.fcc.gov/Bureaus/Engineering_Technology/Documents/bulletins/oet69/oet69.pdf.] 

TABLE 5
Vertical UHF radiation pattern
	Angle from horizon (degrees)
	Relative Field Strength

	0.75
	1.000

	1.50
	0.880

	2.00
	0.690

	2.50
	0.460

	3.00
	0.260

	3.50
	0.235

	4.00
	0.210

	5.00
	0.200

	6.00
	0.150

	7.00
	0.150

	8.00
	0.150

	9.00
	0.150

	10.00
	0.150



To allow for null fill the value of the relative field strength should not go below 0.150 at all angles.
Relative Field Strength given above are linear values, to convert them to reduction values in dB the following equations is used:

[bookmark: _Toc425413386][bookmark: _Toc433388345][bookmark: _Toc354562500][bookmark: _Toc411261335][bookmark: _Toc410773645][bookmark: _Toc410774085][bookmark: _Toc405285037][bookmark: _Toc423709224]

9	ISDB-T Reference broadcasting networks 
[bookmark: _Toc425413387][bookmark: _Toc433388346]9.1	DTTB System C (ISDB-T) single transmitter
–	Main station
•	ERP: 30 kW
•	Antenna Height Above Average Terrain (HAAT): 100 m
•	Antenna pattern: Omnidirectional
–	Relay station
•	ERP: 50 W
•	Antenna Height Above Average Terrain (HAAT): 20 m
•	Antenna pattern: Omnidirectional
–	Repeater 
•	ERP: 50 mW
•	Antenna Height Above Average Terrain (HAAT): 10 m
•	Antenna pattern: Omnidirectional
[bookmark: _Toc425413388][bookmark: _Toc433388347]9.2	Vertical radiation pattern
The field strength in the vicinity of the broadcast UHF transmitting station is a function of the vertical radiation pattern of the transmitting antenna. The middle frequency antenna from Fig. 4 below is to be used for sharing studies for main and relay stations.
Figure 4
Vertical UHF radiation pattern for Main and Relay station
[image: C:\Users\Tobias\Desktop\Vertical radiation pattern3.jpg]

For repeater stations use the 3RG vertical pattern in Fig. 5.
Figure 5
Vertical UHF radiation pattern for Repeater
[image: C:\Users\Tobias\Desktop\Vertical radiation pattern2.jpg]
[bookmark: _Toc425413389][bookmark: _Toc433388348]10	DTMB Reference broadcasting networks 
Reference broadcast transmitter configurations are provided that are representative of actual deployments in the case of assignments.
[bookmark: _Toc425413390][bookmark: _Toc433388349]10.1	Single transmitter case (Assignments)
–	High power
•	ERP: 200 kW
•	Effective antenna height: 300 m
•	Antenna height a.g.l.: 200 m
•	Antenna pattern: 
–	Horizontal: Omnidirectional
–	Vertical: 24 aperture with 1° beam tilt (See formula in § 7.1.1)
–	Medium power
•	ERP: 5 kW 
•	Effective antenna height: 150 m
•	Antenna height a.g.l.: 75 m
•	Antenna pattern:
–	Horizontal: Omnidirectional
–	Vertical: 16 aperture with 1.6° beam tilt (See formula in § 7.1.1)


–	Low power 
•	ERP: 250 W 
•	Effective antenna height: 75 m
•	Antenna height a.g.l.: 30 m
•	Antenna pattern: 
–	Horizontal: Omnidirectional
–	Vertical: 8 aperture with 3° beam tilt (see formula in § 7.1.1)
[bookmark: _Toc425413391][bookmark: _Toc433388350]11	DTTB reception modes
[bookmark: _Toc354562501][bookmark: _Toc411261336][bookmark: _Toc410773646][bookmark: _Toc410774086][bookmark: _Toc405285038][bookmark: _Toc423709225][bookmark: _Toc425413392][bookmark: _Toc433388351]11.1	Fixed reception
The reference receiving antenna height considered to be representative in calculating the field strength for fixed reception is 10 m above ground level. In order to derive the minimum median field-strength levels, the receiving antenna gain and feeder-loss values are given in §§ 12.1.2 and 12.1.3 for reference frequencies. Minimum median field strength levels for other frequencies are derived by interpolation as described in section 1.4.
[bookmark: _Toc354562502][bookmark: _Toc423709226][bookmark: _Toc425413393]11.1.1	Fixed antenna radiation pattern
Standard radiation patterns for receiving antennas for Bands I, III, IV and V, Fig. 6, are given in Recommendation ITU-R BT.419-3.
Figure 6
[image: ]
Additional information on radiation pattern characteristics of UHF television receiving antennas reported in Report ITU-R BT.2138 should be considered, where applicable.
[bookmark: _Toc354562503][bookmark: _Toc423709227][bookmark: _Toc425413394]11.1.2	Antenna gain 
11.1.2.1	DVB-T / DVB-T2 /ATSC / ISDB-T
The antenna gain values (relative to a half-wave dipole) used in the derivation of the minimum median equivalent field-strength values are given in Table 6.
TABLE 6
Antenna gain (relative to a half-wave dipole) in Bands IV and V (GE06)
	Frequency (MHz)
	500
	800

	Antenna gain (dBd)
	10
	12



The value of the antenna gain for other frequencies can be calculated by linear inter/extrapolation.
[bookmark: _Toc354562504][bookmark: _Toc423709228]11.1.2.2	DTMB 
The antenna gains used in the derivation of the minimum median field strength are given in Table 7.
Antenna gain used in the derivation of the minimum median field strength.
TABLE 7 
Antenna gain used in the derivation of the minimum median field strength
	Band
	I/II
	III
	IV
	V

	Reference frequency (MHz)
	65
	200
	500
	700

	Antenna gain (dBd)
	3
	5
	10
	12



Within any frequency band, the variation of antenna gain with other frequency may be taken into account by the addition of a correction term:

		
where:
	Corr 	is the correction term;
	FA 	is the actual working frequency being considered;
	FR 	is the reference frequency quoted above.
[bookmark: _Toc425413395]11.1.3	Feeder loss 
The feeder-loss values used in the derivation of the minimum median wanted signal levels are given in Table 8:
TABLE 8
Feeder loss in Bands IV and V (GE06)
	Frequency (MHz)
	500
	800

	Feeder loss (dB)
	3
	5





The values in Table 9 only valid for DTMB systems:
TABLE 9
Feeder loss in Bands I and III
	65
	200

	1
	1



The value of the antenna gain for other frequencies can be calculated by linear inter/extrapolation using the values for 500 MHz and 800 MHz.
[bookmark: _Toc354562505][bookmark: _Toc423709229][bookmark: _Toc425413396]11.1.4	Location probability for fixed reception 
For fixed reception, the location probability as given in Table 10 shall be used.
TABLE 10
Location Probability for fixed Reception
	System
	DVB-T/DVB-T2 (GE06)
	ATSC
	ISDB-T
	DTMB

	Location Probability 
(%)
	95
	50
	95[footnoteRef:6] [6:  	Appropriate location probability may vary by country.] 

	95




[bookmark: _Toc354562506][bookmark: _Toc423709230][bookmark: _Toc425413397]11.1.5	Polarization discrimination for fixed reception 
11.1.5.1	DVB-T and DVB-T2 
For calculation of interference;
–	For Terminal station (UE) polarization discrimination must not be applied.
–	For Base Station (BS) polarization discrimination may be applied. The combined value of polarization discrimination and discrimination offered by receive aerial directivity must not be more than 16 dB[footnoteRef:7]. [7:  	Refer Recommendation ITU-R BT 419-3.] 

11.1.5.2	ATSC 
Polarization discrimination shall not be taken into account in frequency planning for fixed reception due to the possibility of multipath interference.
11.1.5.3	ISDB-T 
Polarization discrimination should not be taken into account in frequency planning for fixed reception due to the possibility of multipath interference.
11.1.5.4	DTMB 
Polarization discrimination should not be taken into account in frequency planning for fixed reception.
[bookmark: _Toc425413398]11.1.6	For fixed indoor reception (DTMB only) 
Indoor fixed reception is defined as: reception where a receiving antenna mounted inside room is used.
In calculating the equivalent field strength required for indoor fixed reception, the building penetration loss should be considered.
The field strength at indoor locations will be attenuated significantly depending on the incident angle and the frequency of the radio wave, and the construction material of the house. The building penetration loss is defined as the difference (in dB) between the median field strength of a given height at indoor location and the median field strength of the same height at outdoor location. However, there is no unique formula to calculate the building penetration loss. This value has been confirmed by measurements as shown in Table 11.
TABLE 11
Building penetration loss in UHF band IV/ V
	Indoor reception success rate
	Average building penetration loss
dB
	Mean square deviation (σb)
dB

	High
	7
	5

	Median
	11
	6

	Low
	15
	7


[bookmark: _Toc354562507][bookmark: _Toc411261337][bookmark: _Toc410773647][bookmark: _Toc410774087][bookmark: _Toc405285039][bookmark: _Toc423709231][bookmark: _Toc425413399][bookmark: _Toc433388352]11.2	Portable DTTB reception(GE06)
Portable reception is defined as:
–	outdoor – which means reception by a portable receiver with an attached or built-in antenna is used outdoors at no less than 1.5 m above ground level;
–	indoor – which means reception by a portable receiver with an attached or built-in antenna is used indoors at no less than 1.5 m above floor level in rooms with a window in an external wall.
In both cases, it is assumed that optimal receiving conditions will be found by moving the antenna up to 0.5 m in any direction and extreme cases, such as reception in completely shielded rooms, are disregarded.
[bookmark: _Toc354562508][bookmark: _Toc423709232][bookmark: _Toc425413400]11.2.1	Considerations on height loss
For portable (indoor and outdoor) reception, a receiving antenna height of 1.5 m above ground level is used. The same receiving antenna height is also used for mobile reception. Since all field-strength calculations are for a receiving antenna height of 10 m, a height loss correction factor for an antenna height of 1.5 m shall be used in the calculation of minimum median field-strength levels. For planning purposes, the height-loss values for portable and for mobile reception for reference frequencies are given in Table A1.7. Minimum median field-strength levels for other frequencies are derived by interpolation as described in § 11.4.
TABLE 12
Suburban height loss in Bands IV and V[footnoteRef:8] [8:  	Refer Recommendation ITU-R P.1546. They are equivalent to the values provided in GE06.] 

	Frequency (MHz)
	65
	200
	500
	800

	Height loss (dB)
	12
	14
	16
	18



Note: Appropriate values for the height loss for frequencies between 500 MHz and 800 MHz can be obtained by linear interpolation between the values given in the Table for 500 MHz and 800 MHz.
These values are those obtained for suburban coverage. In urban and dense-urban areas higher values are to be applied, Table 13.
TABLE 13
Urban/Dense urban height loss in Bands IV and V[footnoteRef:9] [9:  	Refer Recommendation ITU-R P.1546.] 

	Frequency (MHz)
	65
	200
	500
	800

	Urban height loss (dB)
	15
	19
	23
	25

	Dense urban height loss (dB)
	
	
	26
	28



Note: Appropriate values for the height loss for frequencies between 500 MHz and 800 MHz can be obtained by linear interpolation between the values given in the Table for 500 MHz and 800 MHz.
[bookmark: _Toc354562509][bookmark: _Toc423709233][bookmark: _Toc425413401]11.2.2	Building entry loss
Table 14 contains the mean values for building entry loss and the corresponding standard deviation at UHF taken from Table 6 in Recommendation ITU-R P.1812-2.
TABLE 14
Building entry loss in bands IV and V
	
	Building entry loss
	Standard deviation

	470 MHz
	10.4
	5

	≥600 MHz
	11 dB
	6 dB



Note: Appropriate values for the building entry loss and the standard deviation for frequencies between 470 MHz and 600 MHz can be obtained by linear interpolation between the values given in the Table for 470 MHz and 600 MHz
[bookmark: _Toc354562510][bookmark: _Toc423709234][bookmark: _Toc425413402]11.2.3	Antenna gain for portable reception
Recommendation ITU-R BT.1368-12 gives in its Annex 5, § 4.1, information on antennas for portable reception. For portable reception, an omnidirectional antenna shall be applied. The antenna gain (relative to a half-wave dipole) is as given in Table 15.
TABLE 15
Antenna gain (dBd) for portable reception
	Band
	Gain (dBd)

	Band III
	-2

	Band IV
	0

	Band V
	0



[bookmark: _Toc354562511][bookmark: _Toc423709235][bookmark: _Toc425413403]11.2.4	Location probability for portable reception 
For portable indoor and outdoor reception, the location probability as given in Table 16 shall be used.
TABLE 16
Location Probability for portable Reception
	System
	DVB-T/DVB-T2 (GE06)
	ATSC
	ISDB-T
	DTMB

	Location Probability (%)
	95
	50
	95[footnoteRef:10] [10:  	Appropriate location probability may vary by country.] 

	95



[bookmark: _Toc354562512][bookmark: _Toc423709236][bookmark: _Toc425413404]11.2.5	Polarization discrimination for portable reception 
Polarization discrimination shall not be taken into account in frequency planning for portable reception.[footnoteRef:11] [11: 	Recommendation ITU-R BT.1368-12] 

[bookmark: _Toc354562513][bookmark: _Toc411261338][bookmark: _Toc410773648][bookmark: _Toc410774088][bookmark: _Toc405285040][bookmark: _Toc423709237][bookmark: _Toc425413405][bookmark: _Toc433388353]11.3	Reference planning configurations for DVB-T and DVB-T2 (GE06)
A planning configuration describes relevant technical aspects of a broadcasting service implementation. Three planning configurations are used in assessing DTT coverage in Region 1 as described in Appendix 3.5 of Chapter 3 of the GE06 Agreement. The three reference planning configurations are:
1)	RPC1 – Fixed
2)	RPC2 – Portable Outdoor/Mobile
3)	RPC3 – Portable Indoor.
[bookmark: _Toc354562514][bookmark: _Toc411261339][bookmark: _Toc410773649][bookmark: _Toc410774089][bookmark: _Toc405285041][bookmark: _Toc423709238][bookmark: _Toc425413406][bookmark: _Toc433388354]11.4	Interpolation of reference field strength values (GE06)
For frequencies other than those quoted in tables, as described in Appendix 3.5 of Chapter 3 of the Final Acts of RRC06, the reference field-strength values shall be adjusted by adding the correction factor defined according to the following rule:


–	(Emed)ref(f) = (Emed)ref(fr) + Corr;
–	for fixed reception, Corr = 20 log10 (f/fr), where f is the actual frequency and fr the reference frequency in the table;
–	for portable reception and mobile reception, Corr = 30 log10 (f/fr) where f is the actual frequency and fr the reference frequency in the table.
[bookmark: _Toc354562515][bookmark: _Toc411261340][bookmark: _Toc410773650][bookmark: _Toc410774090][bookmark: _Toc405285042][bookmark: _Toc423709239][bookmark: _Toc425413407][bookmark: _Toc433388355]12	System parameters for DTTB Systems 
[bookmark: _Toc354562516][bookmark: _Toc411261341][bookmark: _Toc410773651][bookmark: _Toc410774091][bookmark: _Toc405285043][bookmark: _Toc423709240][bookmark: _Toc425413408][bookmark: _Toc433388356]12.1	System parameters related to DVB-T (8 MHz)
[bookmark: _Toc354562517][bookmark: _Toc423709241][bookmark: _Toc425413409]12.1.1	General parameters
TABLE 17
General DVB-T Parameters
	Parameter
	Units
	Fixed reception
Portable reception
(outdoor/Mobile or indoor)

	Signal band width
	MHz
	7.60

	Thermal noise density (kT0)
	dBm/Hz
	–173.98

	Receiver noise figure[footnoteRef:12] [12:  	Refer Recommendation ITU-R BT.1368-12 Annex 2.] 

	dB
	7



The studies should consider two reception modes, one mode for fixed reception and one mode for portable reception.
[bookmark: _Toc354562518][bookmark: _Toc423709242][bookmark: _Toc425413410]12.1.2	Carrier-to-noise ratio (GE06)
TABLE 18
Carrier-to-noise ratio
	Fixed reception
	Portable reception

	21 dB
	19 dB


[bookmark: _Toc354562519]
[bookmark: _Toc423709243][bookmark: _Toc425413411]12.1.3	Minimum field strength at 650 MHz (GE06)
TABLE 19
Minimum field strength at fr=650 MHz
	Fixed reception at 10 m for 95%
location probability
	Portable outdoor reception at 1.5 m for 95%
location probability

	56 dBµV/m
	61 dBµV/m



Minimum median field-strength levels for other frequencies than 650 MHz are derived by the correction described in § 11.4.
[bookmark: _Toc354562520][bookmark: _Toc423709244][bookmark: _Toc425413412]12.1.4	Protection ratios and overload threshold for interference from other services
Recommended values for protection ratios (PR) and overloading thresholds for DVB-T systems to be used in sharing studies can be found Recommendation ITU-R BT.1368-12 Annex 2 § 1.5 “Protection of DVB-T from wideband signals other than terrestrial broadcasting”. 
For other ACLR values than those in used in the referenced table, the PR figures should be corrected using the formula referenced in § 12.6. 
[bookmark: _Toc354562521][bookmark: _Toc411261342][bookmark: _Toc410773652][bookmark: _Toc410774092][bookmark: _Toc405285044][bookmark: _Toc423709245][bookmark: _Toc425413413][bookmark: _Toc433388357]12.2	System parameters related to DVB-T2 (8 MHz)
[bookmark: _Toc354562522][bookmark: _Toc423709246][bookmark: _Toc425413414]12.2.1	General parameters
TABLE 20
General DVB-T2 parameters
	Parameter
	Units
	Fixed reception
Portable reception
(outdoor/Mobile or indoor)

	Signal bandwidth
	MHz
	7.77

	Thermal noise density (kT0)
	dBm/Hz
	–173.98

	Receiver noise figure[footnoteRef:13] [13: 	Refer Recommendation ITU-R BT.2033-1. ] 

	dB
	6


The studies should consider two reception modes, one mode for fixed reception and one mode for portable reception.
[bookmark: _Toc354562523][bookmark: _Toc423709247][bookmark: _Toc425413415]12.2.2	Carrier-to-noise ratio (GE06)
TABLE 21
Carrier-to-noise ratio
	Fixed reception
	Portable reception

	21 dB
	19 dB


[bookmark: _Toc354562524]
[bookmark: _Toc423709248][bookmark: _Toc425413416]12.2.3	Minimum field strength at 650 MHz
TABLE 22
Minimum field strength at fr=650 MHz
	Fixed reception
at 10 m for 95% location probability
	Portable outdoor reception
at 1.5 m for 95% location probability

	55dBµV/m
	60 dBµV/m



Minimum median field-strength levels for other frequencies than 650 MHz are derived by the correction described in § 11.4. 
[bookmark: _Toc354562525][bookmark: _Toc423709249][bookmark: _Toc425413417]12.2.4	Protection ratios and overload threshold for interference from other services
Recommended values for protection ratios  and overloading threshold for DVB-T2 receivers can be found Annex 1 of Recommendation ITU-R BT.2033-1. For other ACLR values than those in used in the referenced table, the PR figures should be corrected using the formula referenced in § 12.6.
[bookmark: _Toc354562526][bookmark: _Toc411261343][bookmark: _Toc410773653][bookmark: _Toc410774093][bookmark: _Toc405285045][bookmark: _Toc423709250][bookmark: _Toc425413418][bookmark: _Toc433388358]12.3	System parameters related to ATSC (6 MHz)
[bookmark: _Toc354562527][bookmark: _Toc423709251][bookmark: _Toc425413419]12.3.1	General UHF parameters
TABLE 23
General UHF Parameters
	Parameter
	Units
	

	Channel bandwidth
	MHz
	6

	Thermal noise density (kT0)
	dBm/Hz
	–173.20

	Receiver noise figure[footnoteRef:14] [14:  	Refer Recommendation ITU-R BT.1368.] 

	dB
	7



The studies should consider two reception modes, one mode for fixed reception and one mode for portable reception.
[bookmark: _Toc354562528][bookmark: _Toc423709252][bookmark: _Toc425413420]12.3.2	Carrier-to-noise ratio
TABLE 24
Carrier-to-noise ratio
	Fixed reception
	Portable reception

	15.0 dB
	15.0 dB


[bookmark: _Toc354562529]
[bookmark: _Toc423709253][bookmark: _Toc425413421]12.3.3	Minimum UHF field strength
TABLE 25
Minimum field strength at fr=650 MHz
	Fixed reception
at 10 m for 50% location probability
	Portable outdoor reception
at 1.5 m for 50% location probability

	41 dBµV/m
	48 dBµV/m



Minimum median field-strength levels for other frequencies than 650 MHz are derived by the correction described in § 11.4.
[bookmark: _Toc354562530][bookmark: _Toc423709254][bookmark: _Toc425413422]12.3.4	Protection ratios
Co-channel, first adjacent-channel, and multiple adjacent-channel values for protection ratio to be used in sharing studies can be found Tables 3, 4 and 5 in Annex 1 of Recommendation ITU-R BT.1368-12. 
[bookmark: _Toc425413423][bookmark: _Toc433388359][bookmark: _Toc354562531][bookmark: _Toc411261344][bookmark: _Toc410773654][bookmark: _Toc410774094][bookmark: _Toc405285046][bookmark: _Toc423709255]12.4	System parameters and protection requirements related to ISDB-T (6 MHz/8 MHz) 
[bookmark: _Toc425413424]12.4.1	General parameters
TABLE 26
General ISDB-T Parameters
	Parameter
	Units
	Fixed reception
Portable reception

	Signal band width
(6 MHz system / 8 MHz system)
	MHz
	5.6 /7.4

	Thermal noise density (kT0)
	dBm/Hz
	–173.98

	Receiver noise figure
	dB
	7


[bookmark: _Toc425413425]12.4.2	Carrier-to-noise ratio
TABLE 27
Carrier-to-noise ratio
	Fixed reception

	21 dB[footnoteRef:15] [15:  	This value is for 64QAM 3/4 which is the typical parameter used in many countries.] 




[bookmark: _Toc425413426]12.4.3	Minimum field strength at 600 MHz
TABLE 28
Minimum field strength at fr=600 MHz
	Bandwidth
	Fixed reception at 10 m for 95% location probability[footnoteRef:16] [16:  	This value is calculated with adding 9 dB as the location correction factor to the minimum field strength value required for 50% location probability.] 


	6 MHz system
	55.0 dBµV/m

	8 MHz system
	56.2 dBµV/m



Minimum median field-strength levels for other frequencies than 600 MHz are derived by the correction described in § 11.4.
[bookmark: _Toc425413427]12.4.4	Protection ratios and overload threshold for interference from other services
Recommended values for protection ratios (PR) and overloading thresholds for ISDB-T systems to be used in sharing studies can be found in Annex 3 of Recommendation ITU-R BT.1368-12.
[bookmark: _Toc425413428][bookmark: _Toc433388360]12.5	System parameters and protection requirements related to DTMB (8 MHz) 
[bookmark: _Toc425413429]12.5.1	General parameters
TABLE 29
General DTMB Parameters
	Parameter
	Units
	Fixed reception
Portable reception
(outdoor/Mobile or indoor)

	Signal band width
	MHz
	7.56

	Thermal noise density (kT0)
	dBm/Hz
	–173.98

	Receiver noise figure[footnoteRef:17] [17:  	Refer Recommendation ITU-R BT.1368-12 Annex 2. ] 

	dB
	7



[bookmark: _Toc425413430]12.5.2	Carrier-to-noise ratio
TABLE 30
Carrier-to-noise ratio
	Fixed reception
	Portable reception

	19 dB
	14 dB 



[bookmark: _Toc425413431]12.5.3	Minimum field strength at 700 MHz
TABLE 31
Minimum field strength at fr=700 MHz
	Fixed reception at 10 m for 95%
location probability
	Portable outdoor reception at 1.5 m for 95%
location probability

	50 dBµV/m
	67 dBµV/m



Minimum median field-strength levels for other frequencies than 700 MHz are derived by the correction described in § 11.4.
[bookmark: _Toc425413432]12.5.4	Protection ratios and overload threshold for interference from other services
Recommended values for protection ratios (PR) and overloading thresholds for DTMB systems to be used in sharing studies can be found in Annex 4 Recommendation ITU-R BT.1368-12. 
[bookmark: _Toc425413433][bookmark: _Toc433388361]12.6	Correction of protection ratio figures for different ACLR values
Recommendation ITU-R BT.1368-12 Attachment 3 to Annex 2 describes calculation to derive protection ratios for all DTTB systems for different ACLR values.
[bookmark: _Toc354562532][bookmark: _Toc411261345][bookmark: _Toc410773655][bookmark: _Toc410774095][bookmark: _Toc405285047][bookmark: _Toc423709256][bookmark: _Toc425413434][bookmark: _Toc433388362]13	Propagation considerations
Broadcast planning is based on the service being subject to occasional very limited outages during the year. Indeed, many administrations have followed this and other principles established in the DTTB Handbook – Digital terrestrial television broadcasting in the VHF/UHF bands[footnoteRef:18] – in achieving global harmonisation of terrestrial television broadcasting systems.  The protection criteria established in Recommendations ITU-R BT.1368 and ITU-R BT.2033 for protecting DTTB services have been developed on the assumption that Recommendation ITU-R P.1546 is used in interference assessment and it is essential to take this into consideration. It should be noted that Recommendation ITU-R P.1546 has been the recommended propagation model for terrestrial television broadcast planning for many decades. Application of a different propagation model for DTTB coverage/interference assessment may not necessarily be compatible with the planning criteria and protection ratios applied by administrations towards maintaining the required quality of coverage.  [18: 	Refer http://www.itu.int/pub/R-HDB-39.] 

Administrations which currently have planned digital terrestrial television broadcasting services are aware that, like several other radiocommunication services, interference assessment is based on an interfering signal exceeding an annual 1% of time limit based upon a methodology that includes Recommendation ITU-R P.1546. 
The values in Table 32 are normally applied (standard broadcast planning practice and the GE06 Agreement):
TABLE 32
Time percentages used for planning and sharing studies
	System
	Wanted field strength
	Interfering field strength

	DVB-T / DVB-T2
	50%
	1%

	ATSC /ISDB-T
	90%[footnoteRef:19] [19: 	] 

	1%

	DTMB
	50%
	1%


[bookmark: _Toc354562533][bookmark: _Toc411261346][bookmark: _Toc410773656][bookmark: _Toc410774096][bookmark: _Toc405285048][bookmark: _Toc423709257][bookmark: _Toc425413435][bookmark: _Toc433388363]14	Aggregation of interference
[bookmark: _Toc405285049]Appendix 3 to Annex 2 to ITU-R Report BT.2265-2 describes the methods for the aggregation of short-term interfering signals.
Two methods for the computation of aggregate interference from multiple transmitters where individual path losses are temporally variable are recommended.
The first approach (“general method”) is based on a rigorous mathematical treatment of the joint variability of multiple paths, and can be used to estimate the aggregate received power at any percentage-time. The method uses Monte Carlo simulation involving multiple calculations for each path of interest, and would be appropriate for use in a situation where numerically-intensive computer simulation is already envisaged. 
Recognizing that this approach may not always be appropriate (e.g. where a quick estimate is required without an iterative computer simulation), a simple alternative is also proposed (“simple method”). This method is currently only defined for the case where the aggregate power is to be estimated at 1% time, although it could be readily extended for use at other percentage-times.
[bookmark: _Toc354562535][bookmark: _Toc410773657][bookmark: _Toc410774097][bookmark: _Toc411261347][bookmark: _Toc423709258][bookmark: _Toc425413436][bookmark: _Toc433388364]15	Comparative evaluations 
When calculations are carried out with certain reference parameters and comparison calculations are to be carried out, the relevant reference parameters must be the same. For example, if single-entry field strength values are calculated at a 10 m DTTB receive antenna height, then comparison multiple-entry field values should also be calculated at the same 10 m DTTB receive antenna height.
[bookmark: _Toc354562537][bookmark: _Toc410773658][bookmark: _Toc410774098][bookmark: _Toc411261348][bookmark: _Toc405285050][bookmark: _Toc423709259][bookmark: _Toc425413437][bookmark: _Toc433388365]16	Inclusion of noise in interference assessments 
An important factor in terrestrial television broadcast service planning has been to take into consideration an allowance for the noise environment in which the television broadcast service is to be planned – these are rural, urban and suburban. It should also be noted that television broadcast services are planned based upon the calculation of C/N prior to the introduction and deployment of other services which has the potential to increase the noise allowance calculation required in many environments. 
A wanted television broadcast signal must be sufficient to overcome noise for it to be receivable and in this respect thermal noise and noise figure are an essential part of any calculations. These are the fundamentals upon which the television receivers deployed globally have been designed. 



[bookmark: _Toc410773659][bookmark: _Toc410774099][bookmark: _Toc411261349]Annex

List of relevant ITU-R Reports and Recommendations
Additional information on the characteristics which are referred to in this Report can be found in ITU documents:
–	Recommendation ITU-R BT.419 – Directivity and polarization discrimination of antennas in the reception of television broadcasting.
–	Recommendation ITU-R BT.500 – Methodology for the subjective assessment of the quality of television pictures.
–	Recommendation ITU-R BT.1368 – Planning criteria, including protection ratios, for digital terrestrial television services in the VHF/UHF bands.
–	Report ITU-R BT.2138 – Radiation pattern characteristics of UHF television receiving antennas.
–	Final Acts of RRC06 – The GE06 Agreement[footnoteRef:20]. [20: 	For Region 1 and the Islamic republic of Iran except the territory of Mongolia the use of the band 470-694 MHz is subject to the GE06 agreement.] 

–	ITU-R DTTB Handbook.
Additional information on the characteristics which are not referred to in this Report can be found in ITU documents:
–	Recommendation ITU-R BT.1206 – Spectrum limit masks for digital terrestrial television broadcasting.
–	Recommendation ITU-R BT.1877 – Error-correction, data framing, modulation and emission methods for second generation of digital terrestrial television broadcasting systems.
–	Recommendation ITU-R BT.1306 – Error correction, data framing, modulation and emission methods for digital terrestrial television broadcasting.
Additional information on the protection requirements which are referred to in this Report can be found in ITU documents:
–	Recommendation ITU-R BT.1368 – Planning criteria, including protection ratios, for digital terrestrial television services in the VHF/UHF bands.
–	Recommendation ITU-R BT.1735 – Methods for objective reception quality assessment of digital terrestrial television broadcasting signals of System B specified in Recommendation ITU-R BT.1306.
–	Recommendation ITU-R BT.1895 – Protection criteria for terrestrial broadcasting systems.
–	Final Acts of RRC06 – The GE06 Agreement.24
–	Recommendation ITU-R BT.2033 – Planning criteria, including protection ratios, for second generation of digital terrestrial television broadcasting systems in the VHF/UHF bands.
–	Report ITU-R BT.2215 – Measurements of Protection Ratios and Overload Thresholds for Broadcast TV Receivers.
–	Report ITU-R BT.2265 – Guidelines for the assessment of interference into the broadcasting service.
–	Recommendation ITU-R BT.2036 – Characteristics of a reference receiving system for frequency planning of digital terrestrial television systems.
Additional information on the protection requirements which are not referred to in this Report can be found in ITU documents:
–	Report ITU-R BT.2254 – Frequency and network planning aspects of DVB-T2.
Information on sharing and compatibility studies involving DTTB can be found in ITU documents:
 –	Report ITU-R BT.2247 – Field measurement and analysis of compatibility between DTTB and IMT.
–	Report ITU-R BT.2248 – A conceptual method for the representation of loss of broadcast coverage.
–	Report ITU-R BT.2337 – Sharing and compatibility studies between digital terrestrial television broadcasting and terrestrial mobile broadband applications, including IMT, in the frequency band 470-694/698 MHz.
–	Report ITU-R BT.2339 – Co-channel sharing and compatibility studies between digital terrestrial television broadcasting and international mobile telecommunication in the frequency band 694-790 MHz in the GE06 planning area.
Information on propagation matters referred to in this Report can be found in ITU documents:
–	Recommendation ITU-R P.1546 – Method for point-to-area predictions for terrestrial services in the frequency range 30 MHz to 3 000 MHz.
–	Recommendation ITU-R P.1812 – A path-specific propagation prediction method for point-to-area terrestrial services in the VHF and UHF bands.
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