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1 Introduction
IPTV Portal is a window from which IPTV services can be shown to users. Through the portal, users can choose and use all kinds of IPTV services, and configure the relevant parameters. Therefore IPTV portal is very important. At the 3rd meeting of ITU-T FG IPTV, definition of portal is provided. In this contribution, the definition and requirement of all four kinds of IPTV portals are improved.
2 Discussion

1） Definitions
· EPG portal
The EPG portal is used to show directly the broadcast channel, VOD channel and the basic information about video and audio including content name, film name, poster, and so on.  
· Channel portal(CHL portal)
CHL portal provides a method by which users can access SP portal quickly. CHL portal assign a digital sequence for each SP portal. Users can access SP portal with the digital sequence.                                                                                                                                                                                    
· Application portal(APP portal)
The APP portal is mainly used to provide the information, game, education, communication and other applications to users. Users can quickly and directly access the APP portal by pressing special button on the remote controller.
· User portal

The user portal provides users self-management with Web, WAP, voice, STB, etc. Through the user portal, users can complete inquiring service, ordering service, modifying service, cancelling service. Users can also modify the personal information and terminal configuration through the user portal. 
2） Requirement
· A convenient method should be provided for searching and accessing the service.

· IPTV portal can be customized for user group.
· IPTV portal can be assigned for different service, then it should satisfy the requirement of service.
· IPTV portal can be customized for SP, then it should satisfy the requirement of SP.
3 Proposal
This document work for FGIPTV-C-0260e.
It is proposed to add requirement to 
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