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Abstract

This contribution proposes a modification to section 7.1.8.1 of DOC 125 titled, “Video Formats”.
Introduction

At the FG IPTV Meeting in Geneva, much group discussion was dedicated to section 7.1.8.1 on Video Formats to be supported by the IPTV Terminal Device (content originally taken from SG9 J.iptvfra document), resulting in many editor’s notes and requests for clarification.  At the most recent SG9 Rapporteur’s meeting in September, a similar section of J.iptvfra was modified to reflect table inconsistencies and to simply quote relevant national standards for supported video formats.
Discussion

Section 7.1.8.1 of the IPTV Terminal Device Document (125), while important and relevant in discussing video formats to be supported by the TD, should not divulge into defining specific details.  Instead, it is recommended to quote relevant national standards for video format resolutions.  These relevant national video format standards will subsequently be maintained and modified by the appropriate standards bodies and no work will be duplicated.  
Proposal

It is proposed to:

1. Modify section 7.1.8.1 as follows.
7.1.8.1
Video Formats

An IPTV Terminal Device is recommended to support existing video formats that are already in use in video industries.
The following references detail region specific source and compression formats that should be supported:  [SCTE DVS 683r3] <Contributors Note: Updated Reference Pending Finalization at SCTE>, [SCTE 43], [ETSI TS 101 154], and [ARIB STD-B32].



	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	









Colorimetry of video signals is required to be in compliance with [ITU-R BT.1361] in all video formats.
The IPTV Focus Group Work Group 6 document titled, “Working Document: Tool Box for Content Coding” defines codecs to be used in video processing.

The TD should be capable of displaying video and graphics output at the standard NTSC, PAL, and SECAM video resolutions interlaced on the Composite and S-Video outputs.

TDs that support high definition outputs should be capable of displaying video and graphics output on Component, HDMI, and DVI outputs.
For more information about supported output interfaces, see the below section detailing the TD-OD interface.

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	



The TD should be capable of converting any specified input decoded picture source format/resolution to the chosen output format/resolution through a combination of video scaling and de-interlacing. TDs that support high definition outputs should provide native mode video output support so that it automatically changes output resolution formats to match the broadcast format.

__________________
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