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	المرجع:
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	الهاتف:
الفاكس:
البريد الإلكتروني:
	+41 22 730 5780
+41 22 730 5853
tsbsg12@itu.int
	نسخة إلى:
· إلى أعضاء قطاع تقييس الاتصالات؛
-
المنتسبين إلى قطاع تقييس الاتصالات؛

-
رئيس لجنة الدراسات 12 ونوابه؛

-
مدير مكتب تنمية الاتصالات؛

-
مدير مكتب الاتصالات الراديوية



	الموضوع:
	لجنة الدراسات 12 تدعو إلى تقديم مقترح بشأن نموذج الرأي المتعلق بتطبيقات تدفق الإرسال السمعي والمرئي (G.OMVAS)

	الإجراء المطلوب:
	يُرجى الرد في موعد أقصاه 31 مايو 2009


حضرات السادة والسيدات،

تحية طيبة وبعد،
1
تهدف لجنة الدراسات 12 في إطار المسألة 13/12 إلى وضع معايير لنموذج رأي جديد يتعلق بتخطيط نوعية تطبيقات تدفق الإرسال السمعي والمرئي الذي يعرف مؤقتاً باسم “G.OMVAS”.
2
وترد الاختصاصات والجدول الزمني لمشروع G.OMVAS في الملحقين A وB على التوالي.

3
ويفترض في هذا المشروع في الأساس أن يتيح وسيلة تعاونية لوضع نموذج بين أصحاب المقترحات. ويشجع أصحاب المقترحات على تقديم قواعد بيانات للتدريب وإقرار الصلاحية ينبغي أن تتضمن حالات تجريبية وتقييماً شخصياً للنوعية مثل حساب متوسط درجات التقييم (MOS).
4
ويرجى من المنظمات التي تنوي تقديم نماذج ترشيح أن تبلغ أمانة لجنة الدراسات 12 )tsbsg12@itu.int (بذلك مع إرسال نسخة إلى المقررين المشاركين للمسألة 13/12 (takahashi.akira@lab.ntt.co.jp؛ yi.chen@huawei.com( في موعد أقصاه 31 مايو 2009.
5
ويكون مجال تطبيق المشروع “G.OMVAS” كالتالي:

تصف هذه التوصية نموذجاً حسابياً لتطبيقات تدفق الإرسال السمعي والمرئي والتلفزيون الخطي عبر شبكات بروتوكول الإنترنت بما في ذلك تلفزيون بروتوكول الإنترنت، يستعمل كأدة تخطيط مفيدة لنوعية الخبرة/نوعية الخدمة من أجل تقييم التأثيرات المركبة للتغيرات في عدة معلمات مرئية وسمعية تؤثر في نوعية الخبرة (QoE). وبينما تستعمل التوصية G.1070 تحديداً في المهاتفة الفيديوية ثنائية الاتجاه بأسلوب مزدوج كامل، تقدم هذه التوصية نموذج تقييم لتطبيقات تدفق الإرسال السمعي والمرئي باتجاه واحد مثل تلفزيون بروتوكول الإنترنت.
ويمكن أن يستعمل مخططو نوعية الخبرة/نوعية الخدمة(QoE/QoS) هذا النموذج لضمان إرضاء المستعملين من حيث نوعية الخدمة من طرف إلى طرف وتفادي عيوب التصميم. وتدرج في هذا النموذج معلمات نوعية الشبكة والتطبيق والجهاز الطرفي وهي ذات أهمية قصوى لمخططي نوعية الخبرة/نوعية الخدمة.

ويلزم أن يكون النموذج الذي تقدمه هذه التوصية أداة مرنة قادرة على توفير معلومات بشأن النوعية الفردية والنوعية العامة أيضاً.

ولا تستعمل هذه التوصية نفس معلمات الدخل التي تستعملها التوصية ITU-T J.148. وتحسب نوعية الوسائط المتعددة في هذه التوصية باستعمال معلمات الشبكة والتطبيق والجهاز الطرفي.

وتغطي هذه التوصية تطبيقات تدفق الإرسال المرئي والسمعي والتلفزيون الخطي باستعمال التلفزيون HD/SD، والحواسيب المكتبية، والحواسيب المحمولة، والمساعد الرقمي المحمول (PDA) والهواتف المتنقلة، التي تشمل عرض النطاق السمعي الكامل.

ويقتصر تطبيق هذه التوصية على تخطيط نوعية الخبرة/نوعية الخدمة (QoE/QoS). أما التطبيقات الأخرى مثل وضع معايير الجودة ورصدها فتخرج عن نطاق هذه التوصية.
6
ويرجى إرسال أي طلب لالتماس المزيد من التفصيل أو الاستيضاح بشأن هذه الدعوة لتقديم مقترحات إلى أمانة لجنة الدراسات 12 على العنوان التالي: tsbsg12@itu.int.
7
وختاماً أود أن أشدد على أهمية مشاركتكم في وضع معايير هذا النموذج الجديد لأنها سوف تساعد في توجيه لجنة الدراسات 12 في جهودها في وضع توصية جديدة تصف نموذجاً حسابياً لتطبيقات تدفق الإرسال السمعي والمرئي والتلفزيون الخطي عبر شبكات بروتوكول الإنترنت بما في ذلك تلفزيون بروتوكول الإنترنت، يستعمل كأدة تخطيط مفيدة لنوعية الخبرة/نوعية الخدمة من أجل تقييم التأثيرات المركبة للتغيرات في عدة معلمات مرئية وسمعية تؤثر في نوعية الخبرة (QoE).
وتفضلوا بقبول فائق التقدير والاحترام.

مالكولم جونسون
مدير مكتب تقييس الاتصالات
الملحقات: 2
annex A

(to TSB Circular 32)

Terms of Reference (ToR) of G.OMVAS

G.OMVAS model

A block diagram of G.OMVAS model is shown in Figure 1. The model is developed for each assumed service condition. Input, output, and assumed service condition of G.OMVAS are defined as follows.
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Figure 1 - G.OMVAS model

Input parameters for quality-estimation module
	Input parameters
	Value range and unit

	Bit rate
	Total bit rate: 32 kbps to 22 Mbps

Video bit rate:
HD

· MPEG2: 6 to 22 Mbps
· H.264: 3 to 15 Mbps
SD

· MPEG2: 3 to 15 Mbps
· H.264: 1.5 to 8 Mbps

QVGA

· MPEG4/H.264: 80 to 800 kbps
QCIF
· MPEG4/H.264: 32 to 256 kbps

Audio bit rate:
High bit rates: 64 to 384 kbps
Low bit rates: 12 to 128 kbps 

	Packet-loss ratio
	0 to 20 % (See Table 4/G.1050)

	Averaged burst packet-loss length
	0 to 10 packets

	Jitter  (Delay variation)
	0 to 500 ms (See Table 4/G.1050)


Input parameters for coefficient database

	Input parameters
	Value range and unit

	Video codec type
	For low bitrate mode, one of the following: 

· MPEG4 Visual Simple Profile

· H.264 baseline profile

For high bitrate mode, one of the following: 

· MPEG2

· H.264 baseline profile

· H.264 main profile

· H.264 high profile

	Audio codec type
	AMR-NB,

AMR-WB+,

AAC-LC,

HE-AAC (V1 and V2)

To be completed with the list from http://wiki.videolan.org/VLC_Features_Formats

	Product type and implementation
	Various types and implementations of:

· Encoder
· Decoder/buffer/PLC

e.g., set-top boxes

	Video format
	QCIF,

QVGA,

SD:

· PAL

· NTSC

HD:

· 720P

· 1080P

· 1080I

	Group of pictures (GoP)
	e.g., M = 3, N = 15, M = 1, N = 15
Length: fixed, variable, adaptive

Structure (e.g.: IBBPBB, IPPPPP, etc.)
Note: The value of GoP is determined by the system.

	Frame rate
	High bit rate: 24, 25, 30, 50 (interlaced), 60 (interlaced) fps

Low bit rate: 5, 8.33, 12.5, 15, 20, 25, 30 fps
Note: The value of frame rate is determined by the system.

	Number of slices
	1, 2, 3, 6, …
Note: The number of slice is determined by the system.

	Audio sampling rate
	48, 44.1, 22.05, 16, 8 kHz
Note: The value of audio sampling rate is determined by the system.

	Audio channel number
	1 (mono), 2 (stereo)
Note: The value of audio channel is determined by the system.

	Audio frame length
	e.g., 20, 64 ms, …
Note: The value of audio frame length is determined by the system.

	Jitter
	SD and HD: 

Jitter is absorbed by jitter buffer because the client terminal has a large amount of capacity.

QCIF and QVGA: 

Packets discarded by jitter buffer translate into packet loss or re-buffering time.


G.OMVAS output parameters

The G.OMVAS model’s outputs are multimedia ACR MOS, with separate video and audio ACR MOS. G.OMVAS should have different ACR MOS scales for different video formats.
Assumptions of G.OMVAS
	General assumptions
	Value range and unit

	Packet loss characteristics
	Packet loss characteristics include random and burst packet loss.

Packet loss model is based on G.1050 Appendix II.

	Jitter characteristics
	Jitter model is based G.1050 Appendix II.

	Terminal characteristics
	Video: display size and resolution

Audio: frequency characteristics, signal-to-distortion ratio, and loudness rating

	Environmental characteristics
	Ambient illuminance and noise

	Type of content
	Should include audio (spoken voices, background noises, music)

Different levels of complexity and motion for both video and audio


Requirements of G.OMVAS in quality estimation accuracy (PROVISIONAL)
Minimum requirements of quality estimation accuracy based on condition-base analysis: R > 0.85, RMSE < 0.5, OR < 0.6.

The R, RMSE, and OR, which are averaged over all experiments, needs to satisfy the minimum requirements.
These requirements are the same for all codecs and video formats.
Note 1: The “condition-base analysis” means that all the evaluation scores for the same coding/transmission-error condition are averaged over different contents.

Note 2: The calculation procedures of the R, RMSE, and OR can be found in Recommendation ITU-T J.247 Appendix 2.

annex B

(to TSB Circular 32)

Time schedule of G.OMVAS project
	Item no.
	Description
	Remark
	Schedule

	1
	Drafting the scope
	Done
	13 March 2008

	2
	Evaluating the so-called “core model approach” in conjunction with P.NAMS under Q.14/12
	Done
	13 March 2008

	3
	Agreement on the scope
	Done
	SG12 meeting in May 2008

	4
	Deciding whether to take the so-called “core model approach” in conjunction with P.NAMS under Q.14/12
	Done

(No “core model” for the time being. Revisit this issue after candidates are available.)
	SG12 meeting in May 2008

	5
	ToR
	Done
	March 2009

	6
	Initial agreement on the model development procedure (collaboration/competition)
	Done

(Collaboration)
	March 2009

	7
	Call for Proposals
	Done
	March 2009

	8
	Initial indication of participation
	
	June 2009

	9
	Test plan for model validation
	
	interim meeting in June/July 2009

	10
	Declaration of participation in model development
	
	August 2009

	11
	Collection of training databases
	
	August 2009

	12
	Submission of candidate model
	
	October 2009

	13
	Development of validation databases 
	
	December 2009

	14
	Evaluation of candidate model(s)
	
	January 2010

	15
	Initial draft of G.OMVAS (possible Q.13/12 Rapporteur meeting)
	
	March 2010 

	16
	Consent of G.OMVAS
	
	June 2010


_________________
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