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	Q.751.0
	N
	2/11
	11
	
	L
	20
	SG 4
	05
	25
	Nonexistent
	Overview of SS No. 7 managed objects series

	Q.751.t
	N
	2/11
	11
	
	M
	
	SG 4
	04
	25
	Nonexistent
	Network information model for the TC

	Q.751.u
	N
	2/11
	11
	
	M
	
	SG 4
	04
	25
	Nonexistent
	Network information model for the ISUP

	Q.751.v
	N
	2/11
	11
	
	M
	
	SG 4
	04
	25
	Nonexistent
	IN SS No. 7 managed objects

	Q.751.x
	N
	2/11
	11
	
	M
	
	SG 4
	06
	25
	Nonexistent
	IN SS No. 7 managed objects

	Q.751.z
	N
	2/11
	11
	
	M
	
	SG 4
	09
	06
	Nonexistent
	Mobile SS No. 7 managed objects

	Q.78x
	N
	2/11
	11
	
	L
	
	SG 4
	05
	26
	Nonexistent
	SS No. 7 Test Specs: OMAP

	Q.2751.0
	N
	2/11
	11
	
	L
	
	SG 4
	05
	25
	Nonexistent
	Overview of SS No. 7 managed objects series

	Q.2751.y
	N
	2/11
	11
	
	L
	
	SG 4
	05
	25
	Nonexistent
	Extension to network element information model for the SCCP (Q.751.2) for broadband

	Q.2751.z
	N
	2/11
	11
	
	L
	
	SG 4
	07
	25
	Nonexistent
	Extension to network element information model for the ISUP (Q.751.u) for broadband

	Q.1219
	R
	5/11
	11
	
	H
	19
	SGs 2, 4, 13
	06
	34
	
	Intelligent Network Users Guide for Capability Set 1

	TRQ.2210
	N
	6/11
	11
	2000-12
	
	10
	
	07
	00
	LPZ-621-25
	Call control signalling requirements. Simplified call control signalling for N-ISDN services

	Supplement x to Q series TRQ.2401
	N
	6/11
	11
	
	
	100
	WP 3/11 (IMT-2000 Bearer req.)
	07
	00
	9911 TDPL/11-119
	Transport control signalling requirements; signalling requirements for AAL type 2 link control capability set 2

	Q.50
	R
	9/11
	11
	2002
	M
	70
	SG 15
	05
	06
	
	Signalling between circuit multiplication equipments (CME) and international switching centres (ISC). Enhancement to include control of DCME compression

	Q.55
	R
	9/11
	11
	2001
	M
	18
	SG 15
	05
	06
	
	Signalling between Signal Processing Network Equipment and an international switching centre (ISC). Items left for further study
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	Q.115
	R
	9/11
	11
	2001
	H
	85
	SGs 12, 13, 15, 16
	05
	06
	
	Echo control logic. Enhencement to include signalling requirements to include procedures from separated cal and bearer arrangements

	Q.ecd
	N
	9/11
	11
	2002
	H
	60
	SGs 12,  15
	05
	06
	
	Signalling and Logic requirements for switched circuit networks

	Q.ecint
	N
	9/11
	11
	2001
	H
	70
	SGs 12, 13, 15, 16
	05
	06
	
	Signalling and Logic requirements for signal processing equipment in an IP network including flows

	Q.logic
	N
	9/11
	11
	2002
	M
	20
	SGs 12, 15
	05
	06
	
	Sinalling Processing Network Equipment control logic for PSTN and IP

	Supplement TRQ
	N
	9/11
	11
	2000
	H
	20
	SGs 15, 16
	05
	06
	
	Control of signal processing network equipment in a media gateway

	Q.787
	R
	10/11
	11
	2000
	H
	400
	
	05
	03
	
	Transaction Capabilities (TC) Test Specification (Revised)

	Q.CULSP
	N
	10/11
	11
	2000
	H
	200
	
	05
	03
	
	Common Upper Layer Security Protocol

	Q.TC-Guide
	N
	10/11
	11
	2000
	H
	100
	
	05
	03
	
	Implementers' Guide for TC Recommendations Q.771 - Q.775

	Supplement TRQ.dss1/in
	N
	11/11
	11
	2001
	M
	50
	SG 2
	04
	06,22
	TD 2/11-18R1
	IN/DSS1 Integration Roadmap and General Overview

	Q.gft/st
	N
	11/11
	11
	2001
	M
	50
	SG 2
	04
	06,22
	
	Use of Q.860 (Q.GFT) to support Stimulus Terminals in an IN environment

	Q.699 test
	N
	12/11
	11
	2001
	H
	400
	SGs 2, 3, 13
	04
	26
	
	Testing of DSS1/ISUP interworking

	Q.765.1 bis Addendum 1 (Annex B)
	N
	12/11
	11
	2000-12
	H
	10
	SGs 2, 3, 13
	04
	26
	COM 11-R 242
	Addendum to Annexes B, C and D of ATS for VPN transport

	Q.784.3 Addendum 1 (Annex B)
	N
	12/11
	11
	2000-12
	H
	19
	SGs 2, 3, 13
	04
	26
	COM 11-R 239
	Addendum to Annexes B, C and D of ATS ISUP 97 basic call

	Q.785.2 Addendum 1 (Annex D)
	N
	12/11
	11
	2000-12
	H
	9
	SGs 2, 3, 13
	04
	26
	COM 11-R 240
	Addendum to Annex D, Appendix 1 of ATS for ISUP 97 Supplementary Services
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	Q.1600 bis Addendum 1 (Annex B)
	N
	12/11
	11
	2000-12
	H
	15
	SGs 2, 3, 13
	04,06
	06,07
	COM 11-R 241
	Addendum to Annexes B, C and D of ATS of interworking between N-ISUP and INAP for IN CS1

	Draft Supplement TRQ.1751
	N
	12/11, 13/11, 20/11
	11
	2000-11
	H
	16
	WP3/11, JQG5
	07
	03
	9911-TDGEN/11-24
	IMT-2000 Core Network interface Call and Bearer control protocols

	Q.2630.2
	N
	13/11, 20/11
	11
	2000-12
	H
	40
	Qu 6/11 (TRQ2401)
	07
	03
	COM 11-R 280
	B-ISDN; AAL type 2 signalling protocol for Capability Set 2

	Q.2726.1 Rev. 1
	X
	13/11
	11
	
	
	10
	
	07
	03
	9805 TD1/11-21
	B-ISDN user part - ATM end system address for calling and called party (Revision 1 to be withdrawn and contents incorporated in Q.2761 - 4 Rev. 1)

	Q.29ccros.2
	N
	13/11, 20/11
	11
	
	M
	50
	
	07
	03
	
	B-ISDN DSS2 - Call control protocol in a separated call and bearer control environment; provision of call model modification

	Q.gft
	N
	13/11, 20/11
	11
	
	
	
	
	07
	03
	9805-TDGEN/11-57
	General functional transport control protocol

	Q.922
	R
	14/11
	11
	2001-
	M
	109
	SGs 7, 8, 13
	04
	03
	Revisions to White Book 7/92 in COM 11-R 83, A.3.9
	ISDN data link layer specification for frame mode bearer services. Inclusion of PICS; enhancements: for higher bandwidth, to support SREJ, for extension of congestion control

	Q.922 bis
	N
	14/11
	11
	
	H
	
	SG 7
	04
	26
	Nonexistent
	Abstract test suite for Q.922 (LAPF) user side conformance testing.

	Q.922 ter
	N
	14/11
	11
	
	H
	
	SG 7
	05
	03
	Nonexistent
	Abstract test suite for Q.922 (LAPF) network side conformance testing.

	Q.2100
	R
	15/11
	11
	2001-
	M
	
	SGs 7, 13
	07
	03
	Revisions to White Book 7/94 in COM 11-R 83, B.2.3.1
	B-ISDN signalling ATM Adaptation Layer (SAAL) overview description
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	Q.2110
	R
	15/11
	11
	2001-
	M
	
	SGs 7, 13
	07
	03
	Revisions to White Book 7/94 in COM 11-R 83, B.2.3.2 [Implementors Guide COM 11-R 67]
	B-ISDN ATM Adaptation Layer - Service Specific Connection Oriented Protocol (SSCOP)

	Q.2111
	R
	15/11
	11
	2000-11
	H
	
	
	07
	03
	COM 11-R 173 + TD PL/11-115 (Nov 1999)
	B-ISDN ATM Adaptation Layer - Service Specific Connection Oriented Protocol in a Multi-link and Connectionless Environment (SSCOPMCE) – Amendments to use “DiffServ” (RFC 2474)

	Q.2150.3
	N
	15/11
	11
	2000-11
	M
	
	
	07
	03
	D.1629 Rev. 1
	AAL type 2 signalling transport converter on MTP

	Q.701
	R
	16/11
	11
	2001-
	H
	24
	
	05
	03
	White Book 3/93
	Functional description of the MTP of SS No. 7

	Q.703
	R
	16/11
	11
	2001-
	H
	
	
	05
	03
	White Book 7/96 [Implementors Guide COM 11-R 136]
	MTP - Signalling link. New Annex A

	Q.704
	R
	16/11
	11
	2001-
	H
	
	
	05
	03
	White Book 7/96 [Implementors Guide COM 11-R 204]
	MTP - Signalling network functions and messages/SDL

	Q.705
	R
	16/11
	11
	2001-
	H
	24
	SG 2
	05
	27
	White Book 3/93 [Implementors Guide COM 11-R 69]
	Signalling network structure

	Q.706
	R
	16/11
	11
	2001-
	H
	35
	SGs 2, 13
	05
	12
	White Book 3/93 [Implementors Guide COM 11-R 205]
	MTP signalling performance

	Q.707
	R
	16/11
	11
	2001-
	M
	7
	
	05
	26
	Blue Book
	MTP - Testing and maintenance

	Q.711
	R
	16/11
	11
	2001-
	H
	
	
	05
	03
	Revisions to White Book 7/96 in com 11-R 6 Annex 3
	Functional description of the SCCP

	Q.713
	R
	16/11
	11
	2001-
	H
	
	
	05
	03
	White Book 7/96
	SCCP formats and codes
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	Q.714
	R
	16/11
	11
	2001-
	H
	
	
	05
	03
	Revisions to White Book 7/96 in com 11-R 6 Annex 3  [Implementors Guide COM 11-R 138]
	SCCP procedures

	Q.715
	R
	16/11
	11
	2001-
	M
	
	
	05
	03
	White Book 7/96
	SCCP user guide

	Q.781
	R
	16/11
	11
	2001-
	M
	
	
	05
	26
	White Book 7/96
	MTP level 2 test specification

	Q.782
	R
	16/11
	11
	2001-
	M
	
	
	05
	26
	White Book 7/96
	MTP level 3 test specification

	Q.2210
	R
	16/11
	11
	2001-
	H
	
	
	07
	03
	White Book 7/96 [Implementors Guide COM 11-R 211]
	MTP-3 Functions and Messages using the services of ITU-T Recommendation Q.2140. Possible revisions based on Appendix I. Alignment of state transition diagrams with SCCP (Q.711)

	Q.2706
	N
	16/11
	11
	
	
	
	SGs 2, 13
	05
	12
	Nonexistent
	MTP/SAAL performance

	Q.2716
	N
	16/11
	11
	
	
	
	SGs 2, 13
	05
	12
	Nonexistent
	SCCP performance

	Q.2931 bis
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 258
	Digital Subscriber Signalling System No. 2 - User-Network Interface (UNI) layer 3 specification for basic call/connection control - protocol implementation conformance statement proforma

	Q.2931 ter
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 259
	Digital Subscriber Signalling System No. 2 - User-Network Interface (UNI) layer 3 specification for basic call/connection control - test suite structure and test purposes for the user

	Q.2931 quarter
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 260
	Digital Subscriber Signalling System No. 2 - User-Network Interface (UNI) layer 3 specification for basic call/connection control - abstract test suite for the user
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	Q.2931 quinquies
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 261
	Digital Subscriber Signalling System No. 2 - User-Network Interface (UNI) layer 3 specification for basic call/connection control - test suite structure and test purposes for the network

	Q.2931 sexies
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 262
	Digital Subscriber Signalling System No. 2 - User-Network Interface (UNI) layer 3 specification for basic call/connection control - abstract test suite for the network

	Q.2932.1 Rev. 1
	R
	20/11
	11
	2001-?
	L
	
	
	07
	03
	9907-TDPL/11-20
	Digital subscriber signalling system No. 2 - Generic functional protocol. Core functions

	Q.2932.2
	N
	20/11
	11
	2000-?
	H
	60
	
	07
	03
	9903-TDPL/11-21
	Digital subscriber signalling system No. 2 - Generic functional protocol. Additional constructs

	Q.2961 Rev. 1
	R
	20/11
	11
	2001-?
	
	20
	SG 13 (I.371 Revision 2); Qu 13/11 (Q.2760-series)
	07
	03
	9903-TD1/11-11 + 9801-TD1/11-82 + 9801-TD1/11-80 Q.2961.2 Living Doc: 9911-TD1/11-44
	Digital Subscriber Signalling System No. 2 (DSS 2) - Support of additional traffic parameters. (Supercedes all subparts of Q.2961 which will need to be withdrawn at the same time)

	Q.2961 bis
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 263
	Digital Subscriber Signalling System No. 2 - Additional traffic parameters - protocol implementation conformance statement proforma

	Q.2961 ter
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 264
	Digital Subscriber Signalling System No. 2 - Additional traffic parameters - test suite structure and test purposes for the user

	Q.2961 quarter
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 265
	Digital Subscriber Signalling System No. 2 - Additional traffic parameters - test suite structure and test purposes for the user
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	Q.2961 quinquies
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 266
	Digital Subscriber Signalling System No. 2 - Additional traffic parameters - test suite structure and test purposes for the network

	Q.2961 sexies
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 267
	Digital Subscriber Signalling System No. 2 - Additional traffic parameters - test suite structure and test purposes for the network

	Q.2962 bis
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 268
	Digital Subscriber Signalling System No. 2 - Connection characteristics negotiation during call/connection establishment phase - protocol implementation conformance statement proforma

	Q.2962 ter
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 269
	Digital Subscriber Signalling System No. 2 - Connection characteristics negotiation during call/connection establishment phase -test suite structure and test purposes for the user

	Q.2962 quarter
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 270
	Digital Subscriber Signalling System No. 2 - Connection characteristics negotiation during call/connection establishment phase - abstract test suite for the user

	Q.2962 quinquies
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 271
	Digital Subscriber Signalling System No. 2 - Connection characteristics negotiation during call/connection establishment phase - test suite structure and test purposes for the network

	Q.2962 sexies
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 272
	Digital Subscriber Signalling System No. 2 - Connection characteristics negotiation during call/connection control - abstract test suite for the network
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	Q.2963.1 bis
	R
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 273
	Digital Subscriber Signalling System No. 2 - Connection modification - Peak cell rate modification by the connection owner - protocol implementation conformance statement proforma

	Q.2963.1 ter
	R
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 274
	Digital Subscriber Signalling System No. 2 - Connection modification - Peak cell rate modification by the connection owner - test suite structure and test purposes for the user

	Q.2963.1 quarter
	R
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 275
	Digital Subscriber Signalling System No. 2 - Connection modification - Peak cell rate modification by the connection owner - abstract test suite for the user

	Q.2963.1 quinquies
	R
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 276
	Digital Subscriber Signalling System No. 2 - Connection modification - Peak cell rate modification by the connection owner - test suite structure and test purposes for the network

	Q.2963.1 sexies
	R
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 277
	Digital Subscriber Signalling System No. 2 - Connection modification - Peak cell rate modification by the connection owner - abstract test suite for the network

	Q.2965.1 bis
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 278
	Quality of service parameters - PICS

	Q.2965.2 bis
	N
	20/11
	11
	2000-12
	
	
	
	07
	03
	COM 11-R 279
	E-E Tra. Delay parameters - PICS

	Q.29grf
	N
	20/11
	11
	2001-?
	
	
	SG13 (I.371 revision 3),  (Q.2760-series addendum)
	07
	03
	9903-TD1/11-29R1
	Digital subscriber signalling system No. 2 - Support of additional traffic parameters - generic frame rate

	Q.29lij
	N
	20/11
	11
	200x-xx
	H
	17
	Qu 13/11 (Q.27lij); Qu 6/11 (TRQ20130)
	07
	03
	9801 TD1/11-59
	Digital Subscriber Signalling System No. 2 - Point-to-Multipoint Leaf initiated join
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	Supplement B
	N
	23/11
	11
	2000-12
	H
	
	
	15
	99
	
	Radio Interface Signaling - Generic Requirements

	Supplement C
	N
	23/11
	11
	2000-12
	H
	
	SGs 2, 3, 4, 7, 13, 16
	15
	99
	
	Signaling Requirements for UIM interface


