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Geneva, 19 October 2001

	Ref:
	ADDENDUM 1 to

TSB Collective-letter 2/TSAG


	

	Tel:
Fax:

E-mail:

	+41 22 730 5989
+41 22 730 5853
saburo.tanaka@itu.int
	· To Administrations of Member States of the Union, to ITU-T Sector Members and to ITU-T Associates participating in the work of TSAG;

· To the Secretary-General of the ITU;

· To the Director of the Radiocommunication Bureau;

· To the Director of the Telecommunication Development Bureau


	Subject:
	Meeting of the Telecommunication
Standardization Advisory Group (TSAG)
Geneva, 26-30 November 2001


Dear Sir/Madam,


I have the pleasure to inform you that a wireless LAN will be installed in the ITU premises and will be available to the participants of the forthcoming TSAG meeting (Geneva, 26-30 November, 2001.


In Annex, you will find a technical document prepared by the ITU Information Services Department providing detailed explanations on the facilities provided, the availability of wireless cards and the configuration required.

Yours faithfully,

H. Zhao
Director of the Telecommunication
Standardization Bureau

Annex: 1

ANNEX 1

(Addendum 1 to TSB Collective-letter 2/TSAG)


Accessing ITU’s Wireless Facilities

ITU has now installed a 802.11b wireless network in its main conference rooms (in Tour building: salles A, B, C, salle de pas perdue; in Montbrillant building: rooms H, K, L, M and 2nd floor space) with
11 Mb/s 2.4 GHz access points.  Delegates can connect to this wireless network using their laptops with a wireless card.  Any Wi-Fi certified wireless card can be used, although we recommend using 128-bit encryption cards from known vendors to minimize problems and troubleshooting.

During phase 1, the ITU wireless LAN  is a low capacity facility intended to give coverage, but in future our intention is to setup a higher capacity network.


Buying Wireless Cards

When procuring your own card,  ensure that 

the card is compatible with  “Wi-Fi compatible 802.11b wireless card with 128-bit encryption” (although encryption is optional at the moment in ITU, it may become mandatory in future and most cards come with it anyway).  A limited quantity of wireless cards is  sold from ITU’s bookshop  at  CHF 350 per
card on a non-return basis.

IBM personnel  in nearby IBM Switzerland building in 48, av. Giuseppe-Motta in Geneva,  provides customer support

Do you intend to procure Wireless cards from ITU:

Yes  ٱ 
Could you please send your reply before 15 November 2001 to sales@itu.int

No   ٱ


ITU’s Wireless Configuration Parameters

To install the wireless card, you may need to login with administrator privileges depending on operating system and card purchased.   Here are a few things to configure on your laptop to work with ITU’s wireless network:

1. Set your case-sensitive SSID as “ITUdelg”.

2. WEP Encryption: Off. WEP encryption is not used within ITU at the moment.

3. Operation mode: Infrastructure (not Ad-Hoc).

4. Enable DHCP for the client so that you will get IP address and other network parameters automatically.

Please consult the installation instructions provided with your card for details of installation.

Non-ITU Access Points

As wireless channels can interfere with each other if not planned properly, the use of access points other than those belonging to ITU is prohibited.  If you have personal access points, please do not use them inside ITU.
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